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I. INTRODUCTION

1. PURPOSE

This technical report documents systems engineering and analysis
in support of the Defense Communications System (DCS) Plan FY 80/90.
Its principal purposes are: to identify and analyze technically
oriented issues and problems of interest to Defense Communications
Agency (DCA) engineers, to assess the system impact of alternative
solutions to the interface and integration issues, to assess cost
and performance impacts, to identify specific areas for further
in-house addressal or contractor support, and to identify specific
areas for MILDEP support.

This document is expected to provide management with technical
analyses necessary to select subsystem directions in areas of emphasis
that will evolve from the current DCS configuration to an architecture
capable of satisfying future DCS requirements. ~<

2.  RELATIONSHIP TO DCS PLANNING DOCUMENTATION

This document and two other related technical reports provide
technical support for the DCS Plan FY 80/90. The others are TR 1-77,
"Planning and Programming Transition Issues", and TR 3-77, "QOperational
and Maintenance Manning Reduction Studies"™. TR 1-77 addresses those
management-oriented system design issues and the architectural
alternatives available for determining major program directions and
relative emphasis. TR 3-77 addresses both near-term and long-term
methods of reducing military manning requirements for DCS facilities,
particularly in the overseas regions. Together, these three reports
provide the technical investigations and analyses to support the DCS
Plan FY 80/90.

The DCS Plan provides the significant system design issues,
objectives, alterpatives, and selected course of action for further
development and ultimate implementation. Specific implementation
actions and detailed project developments necessary to field and
support a worldwide telecommunications system are contained in the
DCS Five-Year plans (FYP), Subsystem/Project Plans (S/PP), major
program management plans, and similar documents. An interaction
between the DCS Plan and the existing programming and iwplementation
documents, including those being developed, is required in order to
effect any major modifications to current programs.

I-1




3. SCOPE

The scope of the document is defined by the specific system issues
designated to receive continuing system design and engineering attention.
They are discussed in the following paragraphs.

For the subsystems and elements which characterize the DCS, certain
information about the health and disposition of the system is required.
This information must originate with and be exchanged by the various
subsystems and elements. The questions that must be addressed for these
actions are specifically what information is required, for what
purpose is it needed (importance and timeliness), to whom must it
be transmitted, and how will the transmittal be accomplished? A1l
of these questions are particularly important relative to the efficient
maintenance, operation, management and control of the DCS. An
assessment of all of these questions, except the last, has been made
and detailed examples are presented.

DCS plans specifically address both transmission and switching
subsystems. Certain incompatibilities in the detailed specifications
of the transmission and switching equipment cause a system interface
problem. Three conceptual solutions are proposed and various
alternatives are analyzed to determine the strengths and weaknesses
of each.

The transition of the DCS towards an all-digital communications
system raises the question of how this digitization is to be accom-
plished. The current 64 kb/s PCM strategy is bandwidth inefficient
compared to a lower rate delta modulation (DM) alternative. Channel
capacity and spectrum allocation problems may force the use of a
lower rate DM strategy. Such a strategy is analyzed and compared to
the current PCM approach.

The DCS secure voice population is composed of isolated
subscribers, small bodies of subscribers, and large communities of
subscribers. These classes give rise to certain alternatives for
interfacing them with the DOCS backbone network. Alternatives to
perform this action, ranging from individual secure terminals,
bulk encryption, and PBX-to-PBX security are developed and tradeoffs
are performed.

Major costs for any system that requires both hardware and
software packages are incurred in the definition, design, development,
and testing of the software. The significance of this system issue
is addressed and potential areas for greatest savings are discussed.
Approaches to software design are developed and the programming language
jssue js detailed. An approach for the reduction of software costs
is given.

1-2
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The DCS, as a system, is characterized by periodic transients
resulting from actions taken to overcome equipment failures. These
transients can cause instability within the system. This instability
can be viewed, for example, in terms of fault propagation in that
an equipment failure may cause other equipments to fail, or may
result in unnecessary maintenance activity to parts of the system
that are functioning within normal tolerances. This issue is addressed
in the context of the effect of timing and synchronization and signal
encryption on system stability, and the fault modes that can occur
which influence system stability.

These major issues are addressed as if they were self-contained.
However, as can be inferred from the issue discussions, they are
indeed connected and some of the discussions pervade several of the
issues. This is intended. It is also intended that the addressal of
the issue alternatives will provide a clearer picture of the system
architecture and the options available to management.

4.  ASSUMPTIONS, CONSTRAINTS, AND APPROACH

In the development of this report, current DCS plans and programs
were considered. These were the foundation and constraints from
which issues were defined and developed, and from which alternative
solutions were advanced. The structure of the architecture for
existing DCS programs, for a given issue area, provided the basis
from which to begin. A1l assumptions and constraints for each issue
are stated.

The approach taken in this report is to show what capabilities
exist, those that can be achieved, and what benefits can be gained.

I-3
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[T. SUBSYSTEM INTERFACES

1. INFORMATION EXCHANGE AMONG MAJOR DCS SUBSYSTEMS AND ELEMENTS

Circa 1980-1982, the Defense Communications System will be a
hybrid consisting of subsystems which are both analog and digital
in nature. The newcr digital elements will be introduced via major
DCS programs such as:

® Digital European Backbone, Phase I through IV
® Pacific Digitization

¢ Defense Satellite Communications System

® AUTOSEVOCOM Phase 11

® AUTODIN Phase II

® System Control

The implementation of these programs will have a significant
impact on the information needs of the major DCS subsystems and their
organizational elements. The information needs must be first
identified and tabulated. This process is the prime concern of this
section. Subsequent to identification/tabulation a specification
control process must be initiated to ensure that the DCS subsystem
and elements interact as conceptualized. Finally the information
flow must be translated into specific hardware/software design if
the well-being of the DCS is to be sustained.

a. Elements and Subsystems. The major DCS subsystems are
transmission and switching. Interacting with these subsystems are
the OCA mission element, the maintenance/operations element, and
the user element. These are depicted in Figure 2-1.

The prime mission of the Defense Communications Agency (DCA)
is to exercise operational direction and management control over the
DCS. Actual operation and maintenance of the subsystems are the
responsibility of the MILDEP's. The user and access areas have been
historically considered non-DCS elements. These major subsystems
and elements must interoperate properly if system operation and
performance objectives are to be realized.
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Ideally, data characterizing the operation and performance
of a communications system should be conveyed to those elements most
suited to react and respond to the information received, and most
capable of initiating corrective action. The information needs to
be considered serve the maintenance, operational direction, and
management control elements responsible for the day-to-day operation,
maintenance, short-term direction, and long-term management functions
of the DCS. The user element, beneficiary of the mentioned functions,
also interacts with DCS networks by receiving ne*work status
information and providing or requesting self starus.

(1) Maintenance. The function of the maintenance element
is to restore degraded system service to a normal operation level.
Depending on the availability and skill of the on-site maintenance
level, status information, consisting of failure and degradation
alarm indicators, is used to initiate appropriate maintenance
responses. The frequency and timeliness of the status information
depend on whether an immediate or delayed response by the
maintenance element is required.

Local maintenance action generally involves routine testing,
fault isolation activities, and minor module repair or replacement,
and is usually confined to personnel associated with the technica:
control facility (TCF), patch and test facility (PTF), switch
transmission media and user equipments. Complex maintenance actions
such as repair or replacement of major hardware/software components
involve servicing skills usually beyond the capability of the local
personnel. Recent developments in communications system design
have emphasized increased system availability and reduced dependence
on costly and numerous on-site maintenance personnel by providing
built-in diagnostic testing, redundancy and restoral features which
can be activated locally or remotely. These features include
automatic hardware alarm and software fault check; module level
testing, troubleshooting and replacement; and module/equipment level
redundancy switching and bypass functions. For the most part, however.
these features have not been designed into the DSCS segment of the DCS.

(2) Operational Direction. The primary responsibility
of the operational direction element is to ensure timely system
responsiveness to the requirements of the OCS subscribers. Its
mission includes the implementation of contingency plans and the
optimization of the availability of communications resources for
the use of approved critical users. Operational direction involves
not only network reconfiguration and service extension, but also
service restoral and denial. This is carried out by exercising
direction over various subordinate operational elements, by
alerting appropriate operational elements, or possibly by exercising
direct centrol over system elements. The operational direction




element utilizes information related to nodal and link status,

nodal configuration and data base, network traffic status, and
network performance. Nodal capacity, configuration, and data base
information provides the input for exercising responsive control and
direction over network operations. Network traffic, status, and
performance information assists the operational direction element

in detecting and isclating system-level traffic congestions.

? (3) Management Control. This element is characterized by
long-term functions required to manage and improve the system. It
includes the establishment of standards, practices, and procedures
for prescribing system performance, operation, and maintenance.

[t requires non-real-time system information and consists mainly

of data pertaining to system performance and system availability
This information when correlated with the network configuration
data base may be utilized for planning and controlling system
modification and improvement.

(4) User. The user element is generally concerned with
terminal equipments and access lines and network interface status
information. Billing and community of interest performance data
are also of interest to the user. Only status information indicating
service degradation is provided to the user element on a real time
basis.

b. Information Exchange Characterization. Information exchanges
among subsystems and elements can be functionally characterized by need,
importance, and timeliness of the information. Each piece of information
has associated with it some measure of each of these characteristics.

For example, an information transfer from one element or subsystem
to another is either needed or not needed, important or relatively
unimportant, and real time or not real time. While these are
admittedly binary classifications, there are varying degrees for
each characteristic.

(1) Need and Importance. The need for and importance of
information are direct measures of its usefulness at the receiving
end. For example, timely link and node status information is needed
by the maintenance element in detailed form and by the operational
direction element in summarized format. It is not needed on a real
time basis by either management control or user elements. It is,
however, information essential to the missions of maintenance and
operational direction, and therein derives its importance.

(2) Timeliness. A key characteristic of information
exchange is the speed of relay and speed of response (i.e., information
interaction time). Table 2-1 summarizes the system information required
by the four elements and the time parameters associated with transmission
to and response from the elements.
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The timeliness of information exchange and control interaction
is related to the sampling of monitored parameters and frequency
of relaying them to the appropriate control elements. It also
relates to the time required for the application of controls to
effect improved communications services, particularly to critical
users. The above parameters vary depending on the causes of service
degradation, and except for limited applications [1] are not yet
defined.

(a) Maintenance And User Element. The maintenance
element receives real-time equipment status and alarm data in
sufficient detail to enable fault-isolation to equipment or module
level. The user element is provided with general status information
from the network to prevent unnecessary fault-isolation or maintenance
activities.

(b) Operational Direction Element. With the evolution
and development of the various planned DCS subsystems, particularly
system control, the operational direction element is envisioned to
be capable of near real-time interaction, utilizing the following
information flow categories:

e Nodal/link status and major alarms
o Nodal data base, including nodal configuration

e Nodal traffic status and performance (data from which
system degradation can be extracted; e.g., network grade of
service and speed of service).

In general, the nodal data base component (changes in nodal
configuration, tables, etc.) of the total information exchange
will probably be significant during crisis situations. The
processing and storage of this information could be shared or
integrated with similar management control functions. System
performance data may find use in assessing the short term system
health, as opposed to the management control function which
evaluates the long term system health.

Presently, the operational direction element exercises very
limited real-time control. In the future, enhanced capability
will depend almost entirely on the SYSCON subsystem implementation.
It must incorporate features that gather, process, store, display,
summarize, and evaluate or provide trends from raw or preprocessed
data. It will also provide for appropriate control action either by
directing local subordinate elements or by initiating the control
action directly.
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The control actions directed and applied by the operational
direction element are in response to system-level problems, such
as major links outages or global switch traffic congestion.

These control actions will complement and utilize switch, TCF, and
transmission subsystem control capabilities.

(c) Management Control Element. The interaction of
this element with DCS subsystems is performed entirely on a non-real-
time basis, principally because this element does not exercise
functions that have an immediate impact on the network subsystem.

(3) Interaction Time. The information categories and
associated information interaction time for each of the elements are
given in Table 2-I1I. A general description and examples of the
information flows are also provided.

¢. Information Exchanges Tables. The subsystem and elements
that are involved in the information interchange may be broken out
as follows:

® Transmission - consisting of satellite and terrestria)
media (government-owned and leased)

e Switches - involving circuit, message and packet switched
networks (government-owned and leased)

e DCA Mission Related Elements - consisting of management
control and operational direction

¢ Maintenance and Operation
¢ User.

The element and subsystem interconnection is represented in
Figure 2-2. Note that some functional blocks are not paired with
other blocks since it is anticipated that certain elements will not
require information exchange. Table 2-III is a matrix identifier
for the information tables that follow. Each number in the matrix
designates the table in which the indicated element/subsystem pair
information exchange may be found.

Thirteen element/subsystem information flow pairs are presented
in Tables 2-1V through 2-XVI. Each pair, whether element-to-element,
element-to-subsystem, or subsystem-to-subsystem, depicts the category
of information, specific examples relevant to the category, and the
utility of the information. The tabulation is not intended to be
complete or exhaustive, but it does demonstrate the type of information
interchange that should be considered for both near-term implementation
and long-term objectives.
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SWITCHES ool TRANSMISSION
A
MAINTENANCE DCA MISSION ELEMENTS
OPERATION OPERATIONAL DIRECTION

MANAGEMENT CONTROL

Figure 2-2. [Information Fxchanae Paths Among The DCS !
Subsystems and Elements

NOTE: See Figure 2-1for detailed descriptions of the subsystems/elements
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TABLE 2-111

MATRIX IDENTIFYING TABLES SUMMARIZING INFORMATION

FLOW BETWEEN SUBSYSTEMS AND ELEMENTS PAIRS

™~
 ._To

~—.

i From \\\\\\\\

-

Tx

— - ]

Sw

[
Operational | Management Maintenance/

[
User | '
Direction } Control ! Operation
.

Transmission
Subsystem

' Switch
Subsystem

VU

DCA
iOperationa]
¢ Direction
| Element

==

. DCA Manage-
i ment Conirol
i Element

|
!
f— - - —~
|

VIII

X1

XIv

XI1

Maintenance/
Operation
| Element

A

XV

IX

X1

VII

XV1]

X1 XIII XI1 XV

X1 vl Iv/v XV1

I1-1¢




*SPLOYSALY} 1aISAS 40 uoLIRMi|RAT
T(5340034 UOLSSLIISURIIZL “SpUPY 2[qNOUT PIIR[ A
UOLSSLWSLEAT NOAGLAY *°5°3) Ayiiend 3uyy
$S3IJP pUP NUNUY O UOLIPN|PAd 14d}~buoT
ceyep But((tq o BuiISSad0.y
‘3134047 1S3UBJUL 40 A Lunuwwod
40 butaojuow pue uoLytuboday
*sw3d|qoad burinos |eriuajod 4o uoiledtpu]
*suaa3lled uor1sabuod
3135047 wWad3-Bbuoy 30 uoLIeDLDU]
‘suddljed dijjeal waal-buol jo uorieILpU]
*y0LIezy L3N judwdinby uOWWOD PUPR yunuaj
pue 3ui} S$S33Je ;0 UDLIRULWUIYB(
TUOLIRZLLIN SJU3NG pue
8bR403S YDILIMS 40 UOLIPULWAILA(Q

indybnouyy pua-03-pui

931435 40 paads

ey uoriatdwel ((ed

3ILA4IS 40 3pedy
1834053 32URWAC; 430 HaoMI3u 3O uoLIeINdWO)

ALITTLD

INTWITT T0ULNOD INIWIDYNYW OL STHILIMS WHOMIIN WOUS MO13 NOILYWYOINI

‘uoL3tpuod Hutdoon

'sSi1seq pud-03

-puUd pue YUL| U0 SUOLSSLWSURUTSA JO 43qQuny
*491ndwod 3504 404

SUOLIJ3UUDD SNOJURY [NWLS 40 43qunu 3bedany
"A3Laotad 4q

uoL3ezZL| L3N 4344nq 3ndino pue Aejaus ‘3nduj
YOJIIMS Jaxdey

*paLdnId0 Sced 1S 40 JUNOuWy

*abeu03S UL 3beSSAW 3$3PL0

-abeunys dedaajul o

“MO[J49A0 *3LSUBUI-UL 3n3nb U0 sabeSSay
- YOI LM abPSSap

‘(Ae(3p auoy [eip)
SpLoysauyy patyoads burpasdxa S|ie)
dLj4eay sated apoN
Jt33®ay Goo] 03 doo]
Sswn{oA |e3ol
:butpniout ({3duapelaud
40 2dAY Aq) poluad Asng usd s{|e)
*(3duapadaud £q) juswdinbs
uowwod AQq payd0|q SL|ed |PI0]
*ASng SyuNAY 30 A3QUINY
*30uapadaad pue dnoub Hunay “Runsy
AQ pa3didaad/paxd0{q/pa43440 S| |03
YIILIMG 3LndaL)

y TDULMO| |0} BY) WOL PAIDBAIXD SILJPUNING

S3TdWYX3

NOISSIN X
H
v30 JONYNILNIVW
T

NOISSIWSNWYL S3HILINS

1
1

e e e —
,I(I ll||.
. ¥3%A
“1\ —_-— - l.‘
“SILJPWWNS PIEP JUPWAO0443d
4A0M33U PUP SOLISLIBLS ILg40u, !
. (LYh - Butl [P3u-UON
SNIW3T3 1040800 hIW30UNYW 04 S3HOLIMS
Ad0MLIIh Wlicz MOT4 NOTLUWN04N]
"Al-2 379Vl

11-11




(*S|PULW4d) pue 3IPHU3IUL 43QLUISQANS <quawd nba-03dAad *S43xa|d}I|NW “SBUL| $SAIDR) SI[Ney 3Je4UIIUL 43Sn pue juawdinba auy| 3j3e|0S}
037 $34npadoud Bup3sal y¥oeq-doo| $33BAFIDR PUR SAUL| UOLSSLWSURA} 3O SNIPIS SADUPUWLOJRD SuedS 4ld PAIBEIOSSE UDILMS Jo/pue $53204d YD1IMS SBUNSSY

"SUCEI@I|4LPOW JO UOLIEN|RAT
“sa|hpow

34BM340S YD3LMs jO ajepdn
*s3seq

p3ep pue uojiednb}juod
YdIiMS O [043U0d Juduabeuny

‘ejep sme3s

3}34R43 UM uOkIR|AII0)
*paanbaa uaym sapousbe

W30 33ejudouadde yiim
uo13Ru|pa00d pue sabeino
43QL4ISQNS U0 SAYIIIMS
pabuo|o4d 30 uojeuLWIILI]
‘sdpaeumns A3t

-1qetaJ a|npow pue A3}}iqe
-{1eAR WAISAS O UOLIEN|RA]

Su0L}ed0| 1@ dbeu03S pue J3sINg ‘saaysibay
SPLOYSaAUL

(sAe|ap uoissiwsueay) sadajaweded paje|as ejpan
sajqe3 buiynoy

bupdnoab yunay

sa|qe3 A40323410

tuy sabuey)

(423 1MS NOAQLNY S/0) SP4®D 81QnOJ3 Paje|dd uoisSiusuedf
sabejno juawdinba leujuaal,

"SNIEIS BuL| $S3IO pue LSI YIIIMS,

*suot3ouny

3.0M] JOS PUR JJBMpURY YD LMS |BIF3(UD SO SNelS
‘SUOIZRH YD LMS

*$36e91N0 Y3 LM

:BupMo| 104 YT WOLS PAIILUIXD S LJeUNNG

‘pajdu@ilb s{ied (e30)
*35uapadaud AQ - pajdwasad Si|ed> 40 JAqunN

*339 “suajoedeyd ‘siusawbas

“5320(q ‘sabessaw AQ dpjjeal 3O uOEINGLAISLQ
*$30043X3 JOpR3Y pue advd}

*343404) o Aaobajed Aq so13siye3s bupxydolg

(uaaib uoseas yjim)

‘sjuawbas ‘siayoed ‘sabessaw JO SPARISLD pue $329({dY
+s3j40623e5 £q S|e303 - S3UL| SSIIDR puk IuoQyIRq UO
SILUN D}340u3 43430 40 SIuUdWBIS ‘sIayded *S$yd0|q
(3bessaw) Bupobano pue Bulwodu} - SBWN|OA Ofjjed)
"S'd puR “S°W

:BuLMO| 104 3Y] WOUS PIIORIIXD S| JeuMNG

S31dWVX3

srje3s aseg e3eQ g

Sa|Jeulns
SN3e3S *S|RULWUIY pue S3ULL $S3IJE
‘UOJSSIWSURIY YDILMS “SJududLnba ydjLmg 2

NYOMLIN WOU3 MOT1d NOTLWWROANI

IN3W3T3 T0YINOD IN3WIOYNVW 01 SIHILIMS XJOMIIN WOYWd MOTd NOILVWYOINI °(P,3u0)) AI-2 3WNL

11-14




‘eiep snje3s

144043 YILM uOLIRL3U40)
*SUO}3IR [043UOD
SS3UBALII3449 3O JUIWSSISSY

ALITILN

INIW3T3 TOHLNOD INIWIOYNWW OL SIHILIMS NYOMIIN WOY4 MOTJ NOILVWYOINI

JU3WA| 3 (043U0) JuUBWABRURK OL S3YIJLMS AAOMIAN WOUJ MO(4 UO}IPUIOLU]

NOISSIW
via

ﬂ
m NOISSIWSNVYL
[

TUOL3RANBLJU0I34 UOLSSLWSURIY pUR YIFLMG
SUOLIeI0| LR puR SPlOYSaLy3 40 bul3Iasay
uolje||3dUrd 3POD UOLIRULFSIQ

sajepdn burinoy

(*$°2) 043u0D peO[ juP43 pue aul]

(*S*d *S'W) But(3rouyy

SITdWVX3

9-¢ 378Vl

NO11vd¥3d0

v

S3HILIMS

*$1043U0D pAeLILuy
(uop32241p |euoijesado) (043u0d
wa3SAS pue yYIILMs 4O SalJeumng

(L¥N - 3wi3 [ead-uon)

ININ3T3 T0¥INOD INIWIOYNYW QL SIHILINS
NYOMLIN WOY¥3 MO NOTLYWYOANI

(P,3U0)) AI-Z ITGWL

I1-15




NOTLV¥3d0
JONYNILNIVW

3

'
1
I
|
i

ooy
) " SIHILINS
b e
.III Illl.
roY3sn
ooo-
TUOLIdUNY [ 043U0D Judwabeuew '$340084 4O S|Le33p <
J40j pasn ejep puedxa 40 JZLWLULW € s|easdiul Bul|dwes “Aduanbaay ut abuey) ¢ 5340434 40 juluWASNH[pe pue 3s3nbay ¢ 0
uotjed0|te abeiols pue u3azyng
1043u0d peoy( 3utl
UOLIDEAISAU HUNA)
ssp yons (Auobajed a0 37uapadaud
Aq) $dn3as Sp{oysauyl j0 uOLII33S
LUOLIBN|RAD JUBNbASQLS 404 *pa403 Luow ‘u013231(3s
uoL3I91102 BIEp BALIDALAS e, 1idoed ¢ 3q 03 sdnoub yunul pue Sjunsl ‘sauLT g SPOYS3UUT pue BULIOILUON 2
TSI(NPOW IABMI JOS UITLMS
SU0L3eaNBLJUDD UOLSSLWSURL] *$3|qe3 Ppue SBULIN0J pIjeLIoSSe
*suOL3en|eAd wua3-buo( wouy buly|nsad wyjLaobje bulinoy YoILMS 30 (UOL1eN{RA3 W4dl
sweaboud JuswaAcadw) judwldu] | 30 {1uswaAcudul) uGLIRILILPON "} fuo| 30 1|NSd4 e se) juluwdAoudw] |
ALITILN S3TdWYX3 {1YN) S3HILIMS NHYOMLIN ONY 104INOD

INIW3IOYNYW N3IIML38 MOT4 NOILVWHOINI
SIHILIMS %YOMLIN ANY TOMINOD LNIW3IOUNVW NIIML3IG MOT3 NOILVWHO4NI  "A-2 378Vl




AYR[OSL D) PAsSN 9 Abw UOLPLADUL

*SALOUILP WYO
ayeLadoadde yiim uoLtiIdeadju]

“swalqoad waIsAs (eqob 4o
LiPLOSL puP uotlediolluy

“ioedul fa0MIdU [ P10]
AZluilulw 01 SUOLSLDIAp ([PuUOL]
-0l pUR [CJA3U0D 3IRJL|LOR]

'SUOL}Ie | OUIUOD
[eqo15 BulleLILuL 40} PLAITLU)
*suoLysabuol

S1j4e43 |eQO b pue (ed0|

30 ucLiedidLiue pue uctL12313]

ANIWITT NOTLOIWTO TUNDILYY3d0 0L SIHILIMS AdOMLI3N WO¥4 MOT4 NOILVWHOINI

LeILydead pue dpgtss

UM ar MG

Lutal

Py 50

MO 4 ddA0 43 yng butil ]
LS LUUALYOUAS dnodb S aUURUD O S50
l

(NOA SAU) SPARD S1dnody palrida :cwmm_aw:cg»_

TSUISN |E2LGLAD o wobeino |Puluua]
slauueyd (e3tbip 40 438

‘uolLieprabap
40 $3bPIN0 SAULY $S3DIIP UASH [ eILFLAD ,HmH_

(A31oeded

Paled DUL|[PUPY JU SWU] UL) UOLIEPRUB3P YD1iMS
(wa3sAsgns bulwly pue |PIUBWUOJLAUS *.u3Mod

- Y9UBM]J0S puP daBMpURY) Su0dZEy *s3be3no Yyoy1LMg

("S°d *TSTW) dtpsead butwodut

4c butobino 40 SpPO| dLjjeal AARSY Pa[NPauds

("S'W) abeuoys

3da5433uL J0 MO| J4AC 3LSURUI~UL UC Sanany

("s°d)

uoLIeZL L3N 4344nq Indino pue Ae|ss4 ‘Indu!

{*$")) sananb

SL1eY 40 S4935tBos U8AL8D3U pup Su3pUBS

40 SN3P1S ‘jusudlnb3d UOWWOD 30 UOLIBZL[LIN

15 3) ASng 1Sl ju aaquiny

TUOLIRZLLLIN BuL| $S$3D03e *dnoub yunal ‘unal
1£406310D J134P47 40 3DudPIdAud *A3Lantad Ag

“TA-

AaLMpar, L

Do [30ad weishs | (egub,
Vi o poAanuuT A PwAlU SL UOLIBWAO4UL SLYL
!

WS LUOAUTUAS pue bulull
SLEAL SUDLMG

SH1L3S | PULWJIAY PUP AUL| $$3IIE
151 P3IPLIOSSE YI3LMS

-

SNIBIS YOILIMg 2

(e3ep p3ss3ad0uad 40 SILJPWWNS
WA -340YS) Suajaweded 3duewu04uad
§J4OMI3U pUR $NIRIS DLjjed] |

(1yN)
NIW3I13 NOTLD3¥10 TYNOILIVY3d0 OL SIHILIMS
NE0OMLIN WOY3 MOT4 NOTL1YWH04N]

¢ 378Y1




NOISSIW . NOT1v¥3d0

¥aQ

L}
“SUOL3E3141POW PLOYSAAYL | NOISSIWSNWRL |
{75 d USW) UOLIRALYIOP BULINOJ S3ded} b e e =
1401534 /peo|ad Sweuaboud
[ P403534 pue uoLlle(osL-jine4
UOLIPZL[RUOLYIIALP JUNJ] pue YuL1
40138201 B34 $3DLA3p pajood uo 3beuols ‘ananf
GZLWLULK
("S"W ‘S g) (043u0D Jno-awl}
SUNLIEDLLPOW BuLinoy
uoL3e|{32Ued PO UCLIeUL]Sa]
UOLIDL41594 Haew Ssep)
("§7D) UOLIDLUAISIU NunJ|
*3pou yoea e patidde Huraq ("S"W *°5°d) {3DU344NIDC UO) SUOLIDE |0J4IUO3 40
aje3s (odjuod 3dtdaq v BUL[130443 40 (7G70) [N4JUOD PRO| 3ulL ] T Jugwbpa (mouxdy pue uoijeLILUl P

SIHILINS

[1-18

5B6UL319S pOYSaAYL
sa|qel butinoy
"3A0M33U [BI0} pUP 3Jpou PaIIBy e BLPAW 40 XIW
03 129d5A4 YI LM SuoLSLIap butdnoub Aunua] snjels
uotiednBLiuodas arejLtoey g (bupiudwa|awt o juswbpa|mowyde) ui sabueyy ¢ 359Q PIRP PUP UOLIEANBLIUOD YITLMS ¢

e . {14N)
ALTTLLN S3TdWYX3 INTWITI_NOILD3NIQ TYNOTIVY3Id0 QL SIHILIMS
NYOMLIN WOE4 MOT3 NOILVWYOANI

INIWITT NOTLDIHIO TUNOILVYIdO OL SIHILIMS NYOMIIN WO¥4 MOT3 NOILYW-HO04NI ‘(p,Iu0)) TA-Z 378V1




. ir— ot g it =

*AL{ed01 pal|dde A||ewiou 34e S{04JUOD wmmfP

—_——— e
NOISSIW . NOLLV¥idO
H |
va0 I 3ONUNIINIWW 1
lme em e e
Fr===="7
" NOISSIWSNVYL “ S3HILIMS
[ S |
*sabueyd 3[Npow 3ueM] 405 v .
SUOL}eJ0 (@ 9bRUO}S pue Sudyyng booyasn
HuLI39534 ployYsSaayl b o
sabueyd burinoy D
UOL3P)|8dURD IPOD UOLIRULISIQ =
{043U02 pRO| 3ULT|
*sabeino 03 3suodsaa {043uU0) UOLIDLAIS3U unu|
“suot3<sbund L
DL44043 NAOMIBU 4O UOLIPLAB|LlY 2 130 UOLIPULWUIY} pue UOLIRLIIUT 2 (3WL] [€24-4PIU) |043U0D DLjjeul "2
“SHUL|[ PUR SYUNUT 40 UCLIRZL|PUOLYD3UALQ
*sdnoub
*SUOLIdR | e401$3Y JUNAY pUE SRUNAT ;0 UOLIRIO} | e3Y
(suadj3ed TSUCLIRULULAY YI3tMS 4O sSedAg
J144043 ul sabueyd drisedp ‘suotleuanbijuod
pue uctiepesbap ‘sabeyno) saull S3d’de pue 1S] A}1poW
*$312uabuluod 03 uoLldedy | EL-INCGENTT (] (3Wwi3 |PB4-4@AU) SUOLIBUNDLIUODAL HUOMIAN |
ALTTIIN EEREITTE]

IYNOI1VY3d0 WOYS MOT4 NOTLVWYO4NI :

SIHILIMS YYOML3N OL LN3W3T3 NOTLOIYIC TUNOILYYIJO WOY4 MOT4 NOILVYWMOANI  "1IA-2 378VL




[ T -
I NOISSIw | | Wwiava i
. ;
' | P P IR
| ‘JUBWI[3 |043U0D {PUCL}R42dO BLA ade|d axye} ued 3bueydxiy 1
NOISSIRSNVAL § i
.

_I - I:_

y ¥3sh

[E—

‘uoilezian (93t119%6€8)
374N0S3J 3IL{[91eS A(123447 °f PITEYENR S thurgnoy Cf uotjeanbLyuod Judwubisse pueweq ¢

Ir-2r

*S3LILALIOR
Bui300ys-3qnoJ41 paietLitul
43sn AipSS3dauun Sjuaadad e
S @403534 S43GL4dSGNS {@DLILUD UOLILPUOD UODZEH - fonid o
404 SIuSWI|S [euolledado ausedaud 2 AULPADS -t - sabueyd sn3els Yolims "z

(NOA S/0) PLOUSO44]
Mo(3q 30| Ld dnoub qunuy s |dwex;

‘wd3sSASqNsS uoLssiw | PUAON

=SuURAY 40 SIUWI I ITUPUIIULPW papeabaq

pue jeuotiesado AQ SB1ILALYIE 3DLAUS-40-3N()
LP401S34/30uURUIIULRW IjBLILU] | sabueyd sniels snye3s Saul] SSadde pue [S] U}
NOTLY 1051 LInvd *W31SASENS NOJSSIWSNYY] .
ALITLLN S3dWyX3 01 WILSASENS HILIMS WO¥4 MOT4 NOTLVWHOINI

WILSASHNS NOISSIWSNYYL OL W3ILSASENS HOLIMS WO¥S MD14 NOILVW3OINI  “ITIA-Z 378Vl




T - T
I NOISSIW “ 1 NOLiv¥3qu !
| 1
' v ! | 3INVNILNIVW
| — Lo o
NOISSIWSNVYL —o—q S3HILINMS
_lllln.
1 ¥3sn
[
‘papeabag
*3D2LAU3S-40-3N0
‘aA0qe | Se awes ¢ ‘snie}s SAnoub (suueyd uoLSSLWSURLL
*yup] Mau uo uol3dAuaous ¥|ng
30 Ajriqepreae 63 ‘syuewsse(d
Pajua a0 uoLsSSLWsuURLY depdp SILNJALD
‘saqey burynoa 3yepdn sdnoub
"SyUL| 3341 (dIBS 4BA0 Ae|3p SRUL|
awty ‘+6°3 “Sd13SLadldedeyd *$O11S14330040YD
UOLSSLWSURA] M3U 404 d3esuadwo) 7 971N04 UOLSSLWSURAY O UOLIRDL4LIUIP]
‘uoL}eUL}SAP
pajiej 03 S||ed> 1no Asng | PWJON
24Nnp3d0ad 31no4 Y (uotieanp awry patedioijue)
sabueys burinoy UOL]LPUOD 8duBUIIULEW U0 3$3T JBpUN
BuLinoa ajeuadly 43asn [e31314d AQ pajdwa-auag
1sasuodsaa ajeradoadde ajeiiLoey papeubaq
‘uoLssiwsuedy A3 ney 3I1LAU3S-30-1N0
J43r0 sjdwaiie Bulinoa udadud | 1sn3e3s

ALLTLLN

S3dWYX3

L

*JUBWA 3 [043u0> |euoliedado eia adeid ayel ued 3bueydxi,

abueyd snje3s syutLl g

uotleanbijuoday 1S1 2

abueyd snjels aul| SS3IDE pue S L

x«SW3LSASENS HILIMS 0L SWILSASANS
NOISSIWSNYYL WOYd MOT4 NOILVWYOINI

SWILSASENS HOLIMS OL WILSASANS NOISSIWSNVYL WO¥4 MOT4 NOTLUYWMOANT “XI-¢ 318Y1

-1




‘uotjeumogut Bui) (4§
*3oueuwoyaad
¥A0M]3U UO 43WOISND 01 YIeqpasq

*aA0Qe Se awes

*sa1qe3 buiinoua ajepdn

SAUL| SZL|RUOL3ID34Lp 4O PPY
:s3|dwex3
*sueld
UOLSUIIXI pue JUBWIAOLCWL WuI}-BuoT

ALITLLN

JO4LNOD IN3IWIOVNYW ONY LNIW3T3 ISP N3IIML3G J9INVHIXI NOILVWIOINI

‘ejep buriytg

‘eIRP Dt} 1S3433UL 40 A3 Lunumo)

"S3UL| SS320P }0 uoijezLyiln

pue J(j4eay buijeuibiao 40 UOLINGLUISL]
*S0S ‘¥dJ ‘s09 ¢tatt

‘R1J3} L4 BOURWUOUId NIOMIBU JO SILUBUMNG

—

Aar3anqLay
4 40 (peo( dLjjeal xead) sunoy buijeuadg
PA0IIA/IALIRAMEN
9 Lwisiey
ALng
4/0 ‘v/1

abessay - eieQ

aed|)

3UNI3IS - 3ILOA
159140068382 dLijeul 40 XL
"1$3433U] 30 A7 punuwo)

—

S3TdWYX3

—

===

NOISSIH 'oNOLI30

]

¥30 | IINVKIINIWW
- —--- T T
| SIHILINS |

3
[}

| S

.,
I NOISSIWSNWYL !
!

‘uotjeziiin
pue 3duewu0;43d eaue $5330e
pue YJOMIBU “SOLISLILYS DJijjeual -

4357 03 {043U0) jucuwebeupy woxy g

3.4npadoud burjeuadg up sbueyy -2

suadjled dSijjeay ut 3bueyy -

1043u0) Juauwdbeuel 03 43S wouy -y

IN3W3T3 ¥3SN NIIMLIT IINVHIXI NOILVWIOINI

*X-2 318vL

I1-22




“{SleupuMal pue *3dR3J33u} 43Q44ISQNS ‘Judwdinba-03dAud ‘S4IxA|dLI{NW ‘SBUL| $S3DDR JSI) SILNey 3Je ud3uUL 48SN pue sjuawdinba aut| aje(ost

03 s34npadoud B6ul3sal yoeq-doo| S3IRA}IOL pue SAUL| UOLSSLWSURAI PAWOY 40 SNJLFS IDURWUO4LID SUEDIS {jd PAILLIOSSE YIILMS 40 371 saunssy,

*S3LILALIOR
uotjelosi-jtnej 3e3}|Ld04

*UOLIRULISAP PIIIISHL YILM
ajeojunumod 03 s3dudije Azjwiujy
*a4npasoud 3jnoaj|e 3jep3pul
*43Q}AISQNS PIWOY-|BNP © JO SSAUpPE
AJepuUO0d3s 03 24340u3 JJ3ALQ

uogjoe
5URUIULRW 3NRF JO 3D$AUIS ULRIQO 03
S34WaI0 JISN SSI[PIIU  JUIAIU

‘3593
3D}A43S-40-3N0 Y3 YILM ANULIUOD JO
3dumaad 03 uor3do Y3imM 43sn apAoUd

*jueyd (edo( ay3 3e
SUO|3DR DURUIIULRW SIIREIIUL
*SUO}S}IAP [04JUOD HAOMIBU
Juabj | [aju} axyew 03
sya0M3au asodund [eyoads smo| |y
*suolyde
adueudjulew SAISN SSI|PAdu JudAdUg

ALITLLN

*aJe4433u} judwdinba pue
uoLsspwsueay jue|d 20| 3O snje3s

L PuUMON
papeubaq
331 ALRS-30-1N0

uol3tpuo)

*bup{eub}s ajejadoaddy

3593 JO uOljeunp paIew|3s?
puR [R40353J4 ‘uOLIRLILUL SO ]

LPWUON
papeubag
3ILALDS-40-3N0

S37dWyX3

tuot3Lpuo)

N.umwu )yoeq-doo| 404 3SaNb3Y 7

*sn3e3s (XNW ‘x8d ‘xva
€3210A ‘eiep - |eujwadl) Judwdinby -y

Y40MI3N 03 wa3sASQng J43sn wou4 g

‘uo}3dnauaiuy
puR UOL3IIL4ISAL DLljjeul 42GLIISQNS ¢

(1eAoadde 43QL4O5GNS dARY 3SNW)
Nmmu*uo: 3593 921A43S-30-3N0 7

‘snje3s
3oe4433ul 1ududinba m.wmm: pue
S3YJJLMS S3UL| SSadde ‘auoqyoeg |

wd3SATQNS 43S 03 NJIOMIBN WOU4 'y

SW3LSASENS HOLIMS @

X N
ONV IN3JW373 Y¥3SN N33ML3I 3INVHIX3 NOILVWYOINI

(SWILSASENS SIHILIMS ONY NOISSIWSNYYL) MYOMLIN ONV ININ3T3 ¥3SN NIIML3E J9NVHIXI NOILVWHOINI ~“IX-2 378Vl

11-23




*SUOL}de {043U0D
¥40M33u 3jeluadoadde pue
uoL3201paad 3duewsoj4ad jo {eob
JjeWLI|N YIm sLshjeue
buLpudusy wuaz-buoy -si|ney

anLseaddd wa3sAs JO uOLIR)OS]y °€

©s3seq elep uotsSiwsueal alepdn

*satouabe w30

3jetuadoudde y3Lm uoL3desdU]
‘sue|d juawaAoadwy
uoLsSLwsueal 404 ndul

pue Bulpiaoad A3L|Lqe|LeAe
pue A1 1QeL]34 S5324N0S3AJ
uoLSSLWSURAY 03 paje|as eieq

ALITLLN

MO| 449A0 S4344nq bBulwl]
$S32LA3p uo11dAudul
-3y NQ pue S43x3(dLI (N I8 WSIUoLYIUAS
SU04U3 43P023(
usaiied 343
37104 JA0UUD U4I3ed WSLUOLYIUAS Awed §
SUOLIR[OLA JPWLOS
439 aAl1e[34 40 33NL0SqY

15a373weaed pajeal

UDLSSLISURAY BULMO| |03 BY3F Wodj

pajoea1xa A3tenb dnouuab pue quLl ¢

A3Loeded uOLSSLWSURLL
Sp40234 3N0Ae| 3LNdALD
SPJ0234 | BPON
2 tup sabueyy 'z

uoL3eanp 3wl
uoL3ed07
$3sned> 3|Qqeqo.dd
SHUL| UOLSSLWSURL]

1Aq

patjt2ads - 5340434 9d3urw0j43d papeabag

awiy abeyng
uagjednt
adAd juswdinbil
SYUL| UOLSSLWSURLL
:Aq paLjLdads - sjuodau abeinQ
1 130 S3pdeumwng |

$37dWvX3

—————

[} -1

NOISSIW " NCILlvd3do !

!

! vaa bOZONUNIINIV !
- J L - ~J
NCISSInSNVEL | i S3HILIMS “
] b2

*(sataeuwns wudy-buop) eleC
uoL3e(0S] 3(Ne4 pue 3duesnSSy Aji|en) ¢

*sn3e3s
uoL3eanbL4u0d UOLSSLWSURLY puR 3seq ejeq 2

*3pOu pue SyuL| 40 SnN3e3S |

(043u0) jusurbeuey
07 w33SASQNG UOLSSLWSURA] WOU4 Y

—_ANIWI]3 H3UINID JOUINOD INIWIAJVNYW ONY
WILSASENS NOTSSIWSNVYL NIIMLIG MOT4 NOILVWNO4NI

SIN3WIT3 T0ULNOD INIWIIYNWW ONY NOISSINSNVGL NIIMLIE 39NVHIXI NOILWIRMOAND  "I1X-Z 378yl

11-24




an{eA pajlwl| 30 A|Geqoad Si uoLSSLWsuRJ] (e1tB1p 30 sudjawesed Buipuadl 30 AN|BA ULy |

(S3uWAANSEAW JILY 03 4e{lwis) *°I3
asioy 3synduy
UOL3A0ISLp 3Seyd
43mod |eublLs
oSLou [auueyd (pl
1se yons suajaweued [duueyd boleuy .
$335440 Bulwil ]
uas3lzed 93

[1-25

“SUOL1P(OLA TBUWUO4

SUOL]401SLp |BILDLP 40 Y38 ‘
A3LA13D8 Wa3pow }o jde)
:buLmoy 0

ayl wody pajdeaixa AjLenb (auuey) i

(boyeue) juawasnsedw astou 301S

(3111 19710S YWa4 pue

oLpesa WG4 03 pai|dde) buipeol pueq aseg
(33t112308) 1/2 *L/9

15y

$3135440 Aouanbadd

e e

SINIWITI TOUINOD INSWIDYNVW ONY W3LSASEAS NOISSTWSNVUL N33kL39 JUNVHIX3 NOTIVWEO4INT "(p,3ucd) 11x-2 378Vl




*u013PIUWR |dwl 3ALII3ULD AJNSU]

*suof3euanbyjuod pue suoryoe
bujumef-1jue j0 uorjeBLILU]

*3aw jou

34p 3SaY3l JL SUOLIde [04JUOD pue
SaAL10341p 33pi4doadde yiim Spunoq
pajed0| (B 0} dd5UBJIYPR JNSU]

*u04Ieunb | JUOIIL NAOMIAN puR
{P401S34 43S (@I L4D

03 paje|ad SuUOLS}EIIP
{o43u@d 33} |toey

*aseq ejep Lepou diepdn

ALITLLR

S3AL1094Lp [euoijeudd) ¢

uol3Lpuod butuwe(-uou/6uLwwep
1043u02 Butjurod pue 31940
$30(S awL|
(Y3pLMpueq) ajey
A3M04
SaLIUINDAUS
- pajedo|le (@31L1193eS) ;0 Buiaojiuony ¢

Kytoeded jyui| uo 340333
(p33ewWL3S3) uoljednp awi]
uglL3ed07
$S3snes 3|qeqoad
SNUL| UOLSS{wSuRAf

1Aq patjioads

- S3u0dau 3IduruMGsLad papeubag

w3 abejno pajewllsy
uoL31ed0]
adA3 judwdinbjl
SHUL| uoLssLwsued|
:Aq paLgrdads - sjaodaa abeinp -2

A31oeded aseds uOLjedLUNUWG)

(uotieanp)

331A43S-30-3N0/ul - sdnoub *syinduaL)

*paanblLjuodvu

‘pappe ‘paydsjed - sdnoub “3LnduaL)
:Bugpnioul spa0d3a uy sabueyy |

ENIZE]

INIW3T3 NOTLI3YIG TYNOILVY3dO OL W3LSASENS NOISSIWSNYYL WO¥3 MO1d NOILVWHOANI

S8ALID34Lp 4O JudwbpaMOWNDY ¢

snjels |euo(jedadg

L2

SN1eIS AUL{/|BPON ‘2

*(3W(} {eas ueau 40
sabueyd SNILIS UIYM 3DUILNDIIO0 UQ)
*SPA0I34 NULT/[EPON °

—

IN3W3T3 NOILOIYWIA TYNQILVYNIMO Q1 WILSASENS
NOISSIWSNVYL WOY4 MOT4 NOILVWYOINI

“11IX-¢ 378vL

I1-26




‘sJ43sn
18213142 01 A3ifLqe|Leae
SUOLIeILUNUINOD 3SBIUDU]

ALITILN

SWILSASENS NOISSIWSNWYL OL NOILI3YIA TYNOILWHIdO WOH4 MOTd NOILYWHOINI

S30[S [3uuey)
$42QL425qNS 40 J3QUINN
FELUP]
SaLdouanbauy
SYyipimpueg
‘suolijedo(|e paLjLoads ul abuey)
*Ay1oeded 3uaeds uorssiwsuedy 40 asq
*SILNDULD pue Syul|
30 UOLIRUNBL4UOD3L puUe UOLSUIIXI ¢S[PUO}SIY

S37dWvX3

L

1 -
NOISSIW __ NOIL¥¥3d0 __
v20 ' JONYNIINIVW !
| J

NOISSIWSNWYL ! SIHILIMS

SPURLLIOD PUP SBAL}JALLP |euOLIR4dd) |

W3LSASENS NOISSIWSNYYL Ol NOJLOFHIA
TYNOILVI3d0 WO3S MO NOILvWdO4NI

“AIX-¢ 378yl

Ir-27

- . v




a1

*|PJ03SAJ 404 UOLIPWLISI Jwl]
‘uoLiealpuL sniels | *331A435-30-1N0 40 PaJ03Sa4 judwdinbl |

BuLuoLyLpuod Jaly

- walsAsans AjLqLoey
s311ddns 413amog

- WR3SASQNS 43MOd
uotjeaado $a8d4nos buluwl ]
$395340 bujwy )

- wajsAsqns butwi]
suoLyLsueay |eubts
WS LUOAYIUAS

- $32iA8p .uoL3dAadul

suoLyLsueay |eubLs

s340d 3ndinc pue 3ndu]
MO| $43A0 S4344nq Dutwiy
WS LUOUYIUAS dwedd

- S43X3ALI{NW
Y38
$395440 Aduanbauy
3asLou 101§
*SUOL}IR BJURUIJULBW 4O uOLIeLILU] buipeo| p.ieogaseg
-Aaessadsau uaym (bBup3lsay yoeq-dooy se Y]
YyoNns) saUnpadosd uoj3e|o83-3|Ney 30 - ABALIDIY/ADTFLWSURA}
uo(jeLllul 40 S3|Ney 0 uoLledLpul | 1YjiM paleLoosse suwaely |
ALITILN S31dWyX3

INIWIT3 FONYNIINIVW ONY WIL5ASENS NOISSIWSNYHL NIIMLIG FINYHIX3

S 9U} WO PATOWS SL JUIWB (T oIUFLIILLEeN S SSr,

‘sn1e3s [ea03s3y |

wa3 sAsqng
UOLSSLWSUPA| 0} 3UBW3|3J 22UPUIIULPK WO44 g

i1-2¢

‘suap{e s40fPw pue SNILIS UOLSSLWSURA] |

(1Y) 3durUIULRY OF uOLSSLWSURLL WOLS "y

»INIWIT3 FONYNIINIYW ONY WILSASBAS
NOTSSIWSNYYL NIIMI3E JINYHIX3 NOILYWHOINI]

NOILVWYO4ND  “AX=Z 378Y1




— =
“ NOISSIN "
| vig |
_—_ e - -
P
| NOISSIWSNVYL |
[ |
—— 7
| d43sn
L — — 4

‘UOL3BILPUL SnIeYS

"SUOL}de 3dueuIULRW JO UOLIRLILUT
*£4esS333u uaym (Bbuilsal yoeq-doo| se
Yons) s3unpadoud uoLe|oSL-3|nNey 40
uoLleljLul 40 s3|nej JO uoL3edLpU]

ALITLLN

IN3W3T3 JONYNILINIYW ONV SIHILIMS XNHOMLIN NIIMLIG JONVHIXI NOILVWHOINI

NOILYY3d0
JONYNILNIYW

S3HILIMS

"LP401534 404 uOtjew()3d Jwl|
'33(AJ3S-40-1N0 U0 P3J03SAL Juawdinby

‘suoljepeabap

pue sabeino swsjsAsgns
SaLyt|Ltaey pue usmod ‘buLwll
‘30R4U33UL UOLSSLWSURAY
‘Judwdinba uouwwod © (34eM340S
‘34BMpURY) SI|NPOW YIILMS

TYILM paeLI0SSRe SudB|y

S3dWYX3

1

'l

"S1LS WO44 PIIOWSA SL JUIWS|I IDURUIIULRK SIWNSSYy

"SN1e}S |e403S3Y i

uoOLSSLWsuea] 01 JUBWD |3 JIURUIIULEN WOLS g

UOLIBWLO4UL SNB3S pue Swdely |

{1¥) 9doueudjuley 03 S8YIIIMG wou Y

»LNIW3T3 JINYNIINIYK ON¢ SIHOLIMS
MYOMLIN NIIMLIF JINVHIXI NOTLVWNO4NI

"TAX-2 378vL

[1-29




[I1. AUTOSEVOCOM/DIGITAL TRANSMISSION INTERFACE

1. SWITCH/TRANSMISSION SUBSYSTEM INCOMPATIBILITY

Circa 1980-1982 the Defense Communications Systems will be of
a hybrid nature. The overseas backbone transmission plant will be
extensively digitized both in Europe and the Pacific and will serve
to route both analog and digital traffic. The transmission technical
control facilities ?TCF), the interface point between the traffic
originating elements and the backbone transmission subsystem, will
require enhanced capabilities mainly in interfacing with traffic
originating from digital sources. In addition, the prospect of
accommodating AUTOSEVOCOM II switch requirements in Europe by utilizing
the TRI-TAC developed AN/TCC-39 has further highlighted the need for
an interface between the Digital Radio and Multiplex Acquisition
(DRAMA) transmission subsystem and the switch subsystem. A viable
interface solution is necessary since the switch configurations
for digital transmission groups are not adequate for DCS application.
The basic incompatibility between the two subsystems, (i.e., the
breakdown and recombination of inter-switch trunks) requires an
investigative look at alternative solutions.

a. Generic Technical Control Subsystem. Figure 3-1 generically
represents a TCF partitioned into analog and digital sections. The
analog portion provides the same functions a< present day analog TCF's
including circuit conditioning, signaling and ancillary equipment for
testing dedicated and switched voice, facsimile, teletype, and
medium-speed modem driven data circuits. The digital portion of the
TCF provides signal conditioning, buffering, grouping and multiplexing
functions for synchronous data streams. Combining and interfacing
asynchronous data streams also occurs. The facility will provide the
normal technical control functions of circuit restoral and extension,
testing and fault isolation, coordination with operation/maintenance
e}ements, and reporting to operational direction and management control
elements.

b. Circuit Distribution at TCF. The partitioning of the TCF
into analog and digital parts is based on functional requirements. These
parts will not accommodate similar circuit loading requirements. Based
on projected circuit and traffic requirements (1985-88), it appears
that the bulk of the circuit appearances at the TCF will be analog.
Secure voice circuits will comprise less than 10%, and data circuits
about 24% of the total circuits. Figure 3-2 illustrates a typical
link cross-section with these percentages identified.

[II-1
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[ 1 TOTAL (156 CIRCUITS)

TTY (20 CIRCUITS)

§§Q§:\:Q\$§§ 4»——’:;///

; DIN (8 CIRCUITS)
Li] e <

// : . 7‘
M ! /

Figure 3-2. Typical Link Cross-Section 2istribution
Based upon Random Sampling of 15 Links of
Projected 1985-319R%% Circuit Requirements
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¢. Digital Interface. Table 3-1 summarizes the major switch/
transmission characteristics and other considerations affecting the
digital interface. Mcst switches will be confiqured with one tine
division matrix (TDMy) with four digital transmission groups, each
containing, on the average more than one Inter Switch Trunk (IST).
Since the mean switch connectivity requirement exceeds <ix IST groups
there is a definite need to break down and recombine the four digital
transmission groups. This is the main task of the interface which
will be incorporated at the digital TCF. A summary of the major
digital interface requirements is contained in Table 3-1T.

2. INTERFACE CONCEPTS

In order to resolve the interface issue, three basic concepts are
defined. The first involves integrated interface of analog and digital
channels. This concept utilizes nontraditional technology and operations
at the TCF. The second concept involves preservation of the traditional
configuration and operations of the TCF. Under this concept, two
aiternatives are evaluated. The last concept involves specialized
interface for AUTOSEVOCOM Il traffic requiring nontraditional technology
and operations at the TCF. Three subalternatives are evaluated for
this concept.

a. Concept I. The concept 1 interface interacts with (1)
digitized voice frequency channels at the output of the DRAMA first
level multiplexer, and (2) secure voice digital groups and data channels.
These digital streams are brought to a common route and format before
they are directed to a channel assignment device (i.e., TDMY) which
performs channel/group sequence arrangements among the group inputs.
The outputs of the channel assignment device (CAD) are 1.544 Mb/s
groups which are passed through bulk encryption devices (i.e., KG-81)
to the second level multiplexer. Since the CAD addressing can be
remotely updated, its useage as a nodal element offers enhanced
flexibility and the potential for reduced 0&M in the areas of channel/group
restoral and reconfiguration. Figure 3-3 depicts the interface
functionally. The PCM digroup output streams enter the CAD directly
whereas other digital streams are conditioned and multiplexed when
necessary, prior to entering the CAD. The fiaure also shows the
percentage of special purpose user traffic ari switched traffic within
the DCS. Under Concept I, the AUTOSEVOCOM II interface requirements
are met as part of achieving an integrated and flexible voice/data
channel or group recon€iguration capability.

b. Concept II. This concept utilizes conventional multiplexers
to interface AUTOSEVOCOM II channels with the digital transmissions.
Two distinct alternatives are shown in Figure 3-4. 1In alternative 1,
the IST digital groups generated by the TTC-39 switch are demultiplexed
to 16 kb/s channels. These are then grouped into streams suitable for

[11-4
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transmission. Alternative 2 involves the modification of the digital

portion of the AN/TTC-39 switch to output 16 kb/s trunks. The function
of the interface is to group the channels into streams using conventional
multiplexers.

c. Concept III. Concept III employs a channel reassignment
function {CRF) device [2]. This device is a programmable multiplexer
that essentially utilizes a time division switch matrix to provide
AUTOSEVOCOM II connectivity requirements. Functionally, the CRF
operates similar to the CAD of Concept I except it interfaces
AUTOSEVOCOM II traffic exclusively at rates and formats specified
by reference [3]. The outputs of the CRF are routed to the data
interleaving ports of the first level PCM multiplexer.

d. Concept Comparison. Table 3-III gives a comparison of the
main features of the three concepts. Concept I provides integrated
TCF capabilities with the potential for automation and operation and
maintenance savings. This concept, however, appears to incur greater
initial costs and greater technical and schedule risks and, therefore,
is considered not applicable in the near-time frame (i.e., 1980).

In the long term, it offers certain subsystem advantages and is being
analyzed under DCA study Contract (DCA 100-76-C-0064); it will not
be further addressed herein.

Note that all three concepts utilize common channel signaling.
This form of IST signaling requires preservation of the prearranged
trunk time slot sequence that form the trunk groups so that the
location of the overhead (signaling) channels and associated trunks
are known at all switches [4]. Changes of the trunk group order
at the transmission end must be performed in coordination with the
switches affected.

e. Alternativ: Solutions for Concept II and III. Fiqure 3-5
shows the solution alternatives for the TCF/Switch/Transmission
interfaces. This figure gives a different perspective than
Figure 3-4, which serve to accent the interface discussions.

(1) Alternative 1. (Concept II.) 1IST digital groups are
demultiplexed into baseband 16 kb/s channels, and selected overhead
channels are broken out to terminate 2 kb/s system control (SYSCON)
subchannels. The subchannels are recombined and multiplexed with
other 16 kb/s channels to yield digital groups suitable for
transmission to other nodal points.

(2) Alternative 2. (Concept II.) AN/TTC-39 switches have
been assumed to be modified to output individual 16 kb/s trunks in
place of IST groups. In addition to reducing switch equipments such
as group multiplexers, framing and buffering elements, this

I11-9
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alternative results in considerable switch/transmission interface
simplification. 16 kb/s overhead channels are demultiplexed to
provide SYSCON channel appearance, and then are recombined and
multiplexed with other sixteen kb/s channels as in alternative 1.

(3) Alternative 3 (Concept III.)} This alternative
incorporates modules of the digital elements of the TCCF communications
nodal control equipment (CNCE) being developed for the TRI-TAC program.
Three subalternative designs, with varying capabilities, complexities,
and modifications are given in Figure 3-6. The common element for
alternative 3 is the Channel Reassignment Function/Automatic
Digital Tester (CRF/ADT). The ADT enables generation and monitoring
of digital streams through any selected channel for the purpose of
determining average bit error rates. A brief description of the
subalternatives is presented below. Detailed discussion is included
in a DCEC internal memo [5].

(a) Subalternative 3A. Major digital interface elements
of the CNCE (Type ITI), as specified in reference [6], are considered
in this subalternative. Specifically, the processor subsystem, channel
reassignment function, ADT visual display unit, hard copier, and a
3-channel submultiplexer for channel packing to 16 kb/s, are considered.

(b) Subalternative 3B. This subalternative uses a
microprocessor in place of the CNCE processor subsystem. The
remaining elements are identical to those of subalternative A.

(c) Subalternative 3C. This subalternative utilizes
the CRF and ADT in the manual mode in a configuration resembling CNCE
(Type V1) [6]. The CRF is modified to include the 1/0 port for possible
interface with higher echelon SYSCON elements. No processing or
display subsystems are included.

(d) Vvariations in Alternatives. Certain reasonable
variations in each alternative can be described. Since all TCF's
will be collocated with switches, the need to deploy modems, both
channel and group, to drive digital signals through a cable medium
is obviated. Detailed discussion of variations in alternatives is
contained in reference [5].

3. ALTERNATIVE EVALUATION

The three alternatives were evaluated using the methodology
described in reference [5]. Thirteen possible combinations are
ranked in ascending order (i.e., 1-13), 1 being best, and are shown
in Table 3-IV. The following discussions provide the rationale for
scoring.
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Figure 3-6. Subalternatives of Alternative 3
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a. Basic Requirements. All alternatives were configured to
match the AUTOSEVOCOM 11 interface requirements: routing of [ST's,
DAX access lines, and loops. They also provide the SYSCON subchannels.
Alternative 3, when not configured to generate channel grouping of
three 16 kb/s channels, was ranked lower in the area of efficient
transmission utilization.

b. Syscon Requirements. Alternative 3-is in general superior in
providing semiautomatic means for subchannel, channel, and group
configurations. Subalternative 3C was ranked higher than alternatives
1 and 2 on the assumption that the CRF could be easily modified to
interface with the higher levels of operational direction.

c. Cost Consideration

(1) Switch Nodal Costs. Figures 3-7 through 3-9 depict
the hardware costs versus the total AUTOSEVOCOM II channels at various
European switch nodes. The nodal costs, in general, are not simple
functions of the numbers of channels, but rather depend on the
actual node and switch configurations defined by factors such as:
terminating channels and digital groups, local loops, through-groups
and branching groups, connectivity, and submultiplexer modularity.

In the cost figures shown, these factors in conjunction with
the AUTOSEVOCOM II Network sizing [3] are used to estimate the
costs of the switch nodes at sampled DCS locations. These locations
include Feldberg, Langerkopf, and Coltano.

Alternative costs at other switch nodes are interpolated, using
total number of channels as a parameter, from the estimated costs at
the mentioned nodes.

From these figures, subalternative 3A is the most costly and is
relatively independent of node size. As the node size decreases, the
cost of the other alternatives is reduced.

For all of the alternative variations, b and ¢ appear the most
reasonable because the switch and TCF will be collocated. The cost
curves for these variations indica.e that alternatives 1b, 2b, 3Cb,
and 3Cc, which involve manual operation, result in the lowest cost.

The cost estimates are based on data provided by [7], internal
memoranda, and reports. No attempt has been made to estimate
installation, inteyration, software, spares, and logistics costs.
It is assumed that those factors will further improve alternatives
1, 2, and 3c. The cost impact, incurred from switch modifications,
were not evaluated.
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(2) System Costs. The majority of DCS nodes currently are
obviously not switched nodes. Most nodes serve mainly as drop'and
insert or through-group and branching nodes. Figure 3-10 provides a
histogram of projected European AUTOSEVOCOM II DAX trunks, which is
based on a specific network sizing [3]. The alternative costs
associated with DAX nodes, direct homed subscriber drop and insert
nodes, and through-group and branching nodes are shown in Figure 3-11.
It is apparent that from the system cost view, alternatives 1 and 2 are
better than alternative 3.

d. Technical Risks. The multiplexers considered in alternatives
1 and 2 are noninventory items. However, similar hardware being
developed under the TRI-TAC program, is characterized by off-the-shelf
technology and known design techniques. Therefore, these alternatives
are ranked as high as 3Ca and 3Cb, which have been developed. The
remaining alternatives involve changes to specification, software
development, or new design, and thus have a higher risk.

e. Schedule Risk. Only alternatives 3A (a,b), 3C (a,b) are
currently programmed for development and deployment (TCCF program).
A s1ip in the program due to problems on CNCE software development will
affect the 1980 production objective. Alternative 1, if programmed
within a year should not result in schedule risk. Alternative 2
involves specification change in the TTC-39 switch, and therefore
may incur considerable schedule risks. The remaining alternatives
involve various modifications in software, hardware, and therefore
high schedule risk.

f. Applicability. This criterion ranks the applicability of each
interface alternative to the various DCS nodes. Based upon costs and
risks factors, alternatives 1 and 2 were evaluated to be best. A hybrid
alternative employing CRF at switch nodes and conventional multiplexers
at other nodes is also possible. The cost of this configuration will
be substantially lower than that of the "pure" CRF alternatives, but
higher than the "pure" multiplexer alternative.

g. 08M. Training in new skills, operational familiarity, and
ease of operation favors alternatives 1 and 2. The operational manning
level required is assessed to be about the same for all alternat: 'as,
with the possible exception of alternative 3C where the operationa.
complexity may increase personnel level. Alternatives employing
CRF have potential for future remote operation.

h. Flexibility. All alternatives are modular and will accommodate
growth or changes in AUTOSEVOCOM nodal traffic.

i. Maintainability. This criterion is primarily a function of
the equipment complexity and sophistication; consequently, alternatives
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1 and 2 rank the highest. Alternative 3 which is, in effect, a time
division matrix would require specially trained personnel to maintain
the software (3A and 3B) and the relatively complex hardware.

j. Communications Availability. Failure of a given muitiplexer
results in outage of channels associated with that particular multiplexer.
Failure of the CRF memory results in to.al nodal channel outage.

In short, given the same fault conditions, alternatives 1 and 2
involve "graceful" degradation, whereas alternative 3 may result

in total outage.
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IV. TRANSMISSION DIGITIZATION STRATEGY

This issue is concerned with achieving a viable strategy for
digitizing predominately analog DCS traffic as the DCS transitions
to an all-digital system. As such, it has significant implications
with respect to frequency spectrum utilization and ease of transition.
Background information is provided on commercial, current DCS, and
transitional DCS digitization considerations. Traffic growth
projections are presented to indicate the percentages of traffic that
can be expected to be digital and to indicate the relative percentages
of terminals that will not originate digital traffic. The framework
is then provided in which the digitization alternatives are discussed.
A comparison of certain A/D techniques is presented and their application
in the transitional DCS is discussed.

1. DIGITIZATION CONSIDERATIONS

The digitization strategy for the DCS (non-AUTOSEVOCOM) has been
based on the conversion of 4 kHz analog voice channels to 64 kb/s
pulse code modulation (PCM) digital channels [8]. This technique was
chosen because it is proven [9%, and because it meets the DCS
performance requirements imposed by the existing analog plant, the
more important of which are: tandeming (i.e., multiple analog-to-
digital (A/D) and D/A conversions) and the ability to convert
quasi-analog signals to a digital format [8].

However, it appears that this digitization technique is
bandwidth inefficient as compared to other A/D techniques, in that
one 4 kHz voice channel requires 64 kb/s. This bandwidth problem
raises questions of spectrum utilization stemming primarily from DCS
frequency and bandwidth allocations in Europe. For example, given a
14 MHz bandwidth, it is possible to obtain approximately 600 4 kHz
channels using FDM/FM techniques; whereas, using 64 kb/s PCM, only
192 equivalent 4 kHz voice channels are prssible for the same 14 MHz
bandwidth as implemented in the FKV program [10].

To alleviate this problem, another possible digitization strategy
has been proposed. This is the use of delta modulation (DM) for
improved coding of voice. Compared to 64 kb/s PCM, an improvement
in the voice handling capacity of transmission equipments by a factor
of approximately two is possible with DM at 32 kb/s. However, it
does not have the "drop-in" adequacy that PCM ha. n the analog plant.

The trend toward PCM has evolved primarily because of i*,

comp]ete'transparency to all analog traffic, a factor which influenced
AT&T's digital arowth strategy centered around 64 kb/s. Also,
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mmon carriers have conceptualized systems based on 64 kp/§
g::?sggncﬁgnnels. However, there is also a trend toward DM as exhibited
by tie availability of DM multiplex equipmgnt from European
manufacturers and its use as a voice encoding scheme in the TRI-TAC
program, EUROCOM program, Phase Il secure voice, etc.

a. Commercial. Commercial equipment is available today which
employs 64 kb/s PCM (e.g., AT&T's T-carrier sygtem). Likewise, 32 kb/s
DM, the Phillips Type 8TR610 DELTAMUX, and similar equipments produced
by Siemens, Marconi, and Ericson, are commercially available.

b. Current DCS Digitization. The initial upgrade of the DCS

transmission plant has replaced analog (FDM) derived 4 kHz channels
with digital 64 kb/s PCM channels accompanied by specific changes in
network sizing to accommodate current and projected near-term
requirements. The FKV transmission system upgrade program [10] is
presently operating on a PCM/TDM/FM hierarchy, with bulk encryption;
high-speed data traffic, and digital voice traffic are passed

over the system. This hierarchy is shown in Figure 4-1.

C. DOCS Transition. The transition of DCS transmission from
analog to digital is planned to be accomplished principally with
equipment to be procured for the Digital Radio and Multiplex
Acquisition (DRAMA) transmission subsystem. The primary multiplex
equipment will utilize 64 kb/s PCM. It will also have the capability
to accept digital signals directiy.

2. OVERSEAS TPAFFIC GROWTH PROJECTIONS

The bulk of present DCS service is devoted to 4 kHz analog
voice. Digital service is provided by the present AUTODIN I system.
Table 4-1 shows the percentage of DCS circuits utilized to provide the
listed services based upon the modulation rate carried within the
European and Pacific areas. Typical link cross-sections based on
random samples from both the European and Pacific areas are given in
Table 4-11. This table highlights the analog nature of the DCS.

. a. European. Currently, 17% of the average terrestrial analog
link channel capacity is devoted to carrying digital traffic in Europe.
Projections indicate that this may reach 25% in the mid-1980's. This
fact has not, of itself, become the motivating factor for digitization.
Rather, the primarv motivation is to satisfy certain program require-
ments for AUTOSEVOCOM 11, AUTODIN, and the DSCS that will be

appearing in the early 1980's, and to allow for backbone network
encryption. Based on current major DCS program plans, traffic i
projections for clear and secure voice, data, and narrative/record
Sérvice are given in Table 4-111. As seen from Figure 4-2, by 1988
approximately 61% of the DCS European transmission plant will be digital.
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However, as can be seen from Table 4-II1 1. 5 than 107 of the tota!
traffic erlangs introduced into the system will have originated from
digital terminals. The projections given assume no major perturbations
and that there is no pressure to convert clear voice terminals to
digital operation.

b. Pacific. Of the average terrestrial analog link capacity,
147 is devoted to carrying digital traffic in the Pacific. As in
Europe, the motivating factor for digitization is the need to satisfy
near-term program plans and to allow backbone encryption. Based on
current major DCS program plans, traffic projections for clear and
secure voice, data, and narrative/record services are given in
Table 4-1V. As seen from Fiqure 4-3, by 1988 approximately 80 of
the DCS Pacific transmission plant will be digital. However, less
than 15 of the total erlangs of traffic introduced into the
system will have originated from digital terminals [11]. Again,
no major perturbations or pressures to convert from analog to
digital terminals are assumed. As may be seen from these tables
and figures, DCS digitization will be heavily concentrated in the
backbone network rather than in the acce<¢ area, with the exception
of the AUTOSEVOCOM II program, which will employ a 100 digital secure
voice strategy.

3. DIGITIZATION STRATEGIELS

The traffic projections presented, together with the
percentages of digitization, provide a measure for understanding
digitization alternatives.

The alternatives for digitization discussed below are not concerned
with a strategy for digital conversion of clear voice and modem derived
data from their present analog state. Rather, the alternatives treat
A/D conversion in the DCS transmission subsystem only. Of importance,
however, is the application of these alternatives to communities of clear
voice subscribers, specifically, clear voice AUTOVON and the European
Telephone System.

a. Alternative 1. This alternative addresses the currently planned

64 kb/s PCM/TDM digitization strategy. Fiqure 4-4 presents a simple
view of this alternative. The PCM multiplex will accept up to twenty
four 4 kHz analog voice channels and output a 1.544 Mb/s data stream
to the second level MUX. It will be possible to replace up to 12
voice channels ir each digroup with digital data channels of any of
the following types:
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(1} 50 kb/s asynchronous

(2) 56 or 64 kb/s synchronous

(3) 128, 256 or 512 kb/s synchronous
(4) 0-20 kb/s asynchronous.

Each channel of the above data sources except {3) shall displace one
voice channel. Each 128, 256, or 512 kb/s data channel shall
displace two, four, or eight voice channels respectively.

b. Alternative II. Figure 4-5 thows a simple breakout of this
alternative. It is characterized by the same 24 channel PCM MUX as
in alternative 1. However, a DM MUX in the form of continuous variable-
slope delta (CVSD) modulation has been added which will accept up to
forty five 4 kHz analog voice channels and output a 1.544 Mb/s data
stream. This stream will comprise forty five 32 kb/s data streams
plus overhead to build up to 1.544 Mb/s. The CVSD MUX will be used
strictly for clear voice A/D conversion because it is known that CVSD
cannot accommodate the variety of quasi-analoa signals expected in
the DCS. Signaling and supervision signals are not passed through
the CVSD circuitry of the MUX, but rather are detected and then
converted by separate circuitry.

This alternative has the advantage of employing DM at a Tower
basic bit rate than PCM, and hence can make for more efficient use
of available bandwidth than alternative 1. This point becomes more
pronounced if the CVSD conversion rate is halved to 16 kb/s, so that
80 channels could be accommodated.

4.  COMPARISON OF DM AND PCM

The salient differences between 64 kb/s PCM and 32 kb/s DM are
depicted in Table 4-V. Because 32 kb/s DM approximately doubles
the channel capacity of 64 kb/s PCM, DM is more bandwidth efficient
than PCM.

In some respects, the DM coder is easier to implement and therefore
potentially less costly than the PCM coder. This arises because no
expensive filters with steep slopes are required and the LM has many
building blocks which are identical. The DM encoder is also simpler
because it does not require the word synchronization which is necessary
for PCM. In the 1960’s, the advantage of PCM was that a coder could
be shared; however, today more PCM multiplexers are using a single
encoder per channel to avoid analog cross talk involved in switching
the PCM « coder between chann-ls,

The effect of channel errors upon PCM is more severe than DM
because there is a hierarchy to the transmitted PCM signal; i.e., an

Tv-12
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error in the most s%gnificant bit of a PCM codeword can lead to an .
error as great as 2 quantization levels. Even worse, word synchroniza-
tion can be lost with PCM.

The main advantage of 64 kb/s PCM is that it can be incorporated
into a 4 kHz analog communications system with little or no adverse
effect; i.e., it can pass analog voice as well as quasi-analog
signals through many A-to-D and D-to-A tandem conversions. On the _
other hand, DM is limited to a range of 4 to 8 A to D and D to A conversions
and is also limited with respect to quasi-analog signals, especially
these above 2 kHz.

5.  APPLICATION OF DM TO THE DCS IN EURLPE

Table 4-1I11 projects that by 1988 clear voice traffic in Europe,
including clear voice AUTOVON and ETS traffic, will increase '
significantly. This is important when considering possible traffic

classes that may be included in the digital transmission subsystem,
in terms of the mentioned alternatives.

It is known that PCM in alternative I will accommodate these
classes of analog traffic and any quasi-analog signal traffic,
bandlimited to 4 KHz. However, the DCS is experiencing difficulty
in obtaining the required bandwidth to support digital traffic.
Spectrum efficiency is therefore of utmost importance.

The application of a DM multiplex to the transmission subsystem,
alternative II, has spectrum efficiencies when compared to PCM.
Since DM does not handle quasi-analog traffic satisfactorily, it is
suggested that DM could be used for clear voice subscribers only.
The problems of signaling and supervision over voice networks can
be accommodated using commercially available signal converters.

Hence, both clear voice AUTOVON and ETS traffic appear to be
excellent candidates for DM at 32 kb/s, particularly when used under
short tandem conditions. Furthermore, both systems are located in
a region where frequency allocation problems persist (i.e., Europe).
To quantify this, the baseline DCS, circa 1980, as defined in the
Mix of Media Study [12] was analyzed. The results of this analysis
are given in Figure 4-6, which shows the average percentage increase
in available channels for 48, 96, 144, 194, 288, and 384 channel
digital radio links in Germany when converted from 64 kb/s PCM to 32
kb/s DM. The percentage increase is considered to be a best estimate,
as efficient multiplex grouping is assumed. The links of primary
importance are the 288 and 384 channel systems, since they require
bandwidths in excess of 7 MHz. In order to achieve a significant
bandwidth reduction for these links, (i.e., from 14 MHz to 7 MHz),
the number of 64 kb/s channels required would have to be reduced

[V-1&
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by approximately 257 for the 288 channel links and 50% for the 384
channel links. Of the 384 channel links (22 in Germany), the highest
channel reduction achieved, using 32 kb/s DM, was about 39%. This was
for the Donnersberg-Sembach link. Of the 288 channel links (14 in
Germany), only two showed a significant bandwidth reduction. These
were the Schwanberg-Wurzburg and the Brandhof-Nuernberg links. On the
basis of these results, 32 kb/s DM would not significantly reduce the
bandwidth requirements in Europe, but it would increase channel capacity
by 15-25%. An additional analysis including all clear voice traffic,
along with ETS and AUTOVON, did not show a significant change in the
results.

An additional application for DM at 32 kb/s is increasing
the capacity of leased DCS transoceanic IST's. Here, the payoff is
a clear doubling of the channel capacity as compared to 64 kb/s PCM.
However, because DM might not pass certain quasi-analog traffic,
particularly high speed data at 9.6 kb/s and some medium speed data
at 4.8 kb/s, certain provisions for these traffic types would be
necessary.

6.  ASSESSMENT OF ALTERNATIVES

Both digitization alternative 1, PCM, and digitization
alternative II, PCM and DM, have certain advantages and disadvantaces
which have been evaluated. To assess the effectiveness of each
alternative, a set of measures of effectiveness (MOE) was devised.
Each measure is assigned a weight based upon its estimated importance
to the UCS. Each alternative is then given a rank for each MOE based
upon the analyses as described below. Finally, a figure of merit was
obtained for each alternative by summing the weight and rank for each
MOE.

a. Bandwidth Reduction. This measure considers the bandwidth
reduction that may be possible by using more efficient A/D techniques.
It has been shown that the use of 32 kb/s delta modulation for
certain clear voice DCS subscribers in Europe would not result in
significantly lower bandwidth requirements over 64 kb/s PCM for the
DEB. Each alternative is then given an equally low rating.

b. Capacity. This measure of effectiveness evaluates the
potential increase in capacity or growth that one alternative has over
the other. As has been discussed, alternative 11 has a higher
channel capacity than alternative I because approximately two 32 kb/s
DM voice channels can replace one 64 kb/s PCM voice channel.

c. Ease of Through-Grouping. This is a measure of the
efficiency of the multiplex equipment in reducing the number of
conversions to the baseband level. Alternative I is better in that
all traffic will be converted to 64 kb/s PCM and multiplexed in 24
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channel groups. Conversely, alternative Il does not lend itself

to ease of through-grouping because of the additional multiplex
equipment required for DM. The DM multiplex will group 45 channels
at an output rate of 1.544 Mb/s. Other lower order DM MUX's will
be required for group modularities less than 45 channels, thus
further complicating the multiplex hierarchy.

d. Ease of Transition. In the near term (early 1980's), PCM
is superior to DM in that it can be placed in an analog system and
appear iransparent to all the various types of traffic being transmitted
through the system. This is not true of DM.

In the far term (late 1980's), as more of the DCS assets become
digital, DM will prove to be more advantageous then PCM because of
its higher capacity.

e. Tandem Performance. This is a measure of the system's
ability to transfer information from one subscriber to another without
introducing appreciable errors. For previous analyses it was assumed
that the transmission media and switching equipment would introduce
an error rate which remains constant for both alternatives. Alternative
I would introduce the least signal degradation in a tandem A/D
environment.

f. Technical Risk. Complexity of new developments and hardware
modifications is next considered. Both alternatives are rated
equal in this regard, as equipment has been developed by commercial
manufarcturers which can be used, with slight modifications, in the DCS.

g. Cost. This measure considers the cost of equipment developments
and modifications as well as that of logistical support factors. Since
alternative II involves the modification of more equipment than
alternative I, it will have a higher development cost and may have
a highar logistics support cost.

h. Security. Because DM has a higher capacity then PCM,
more subscribers can be converted to digital, which in turn can be
encrypted. Hence, DM has a higher potential than PCM with respect
to providing security.

i. Maintainability. The ability to detect and correct failures
in a given alternative equipment configuration constitutes this
measure. Maintainability is primarily a function of equipment
complexity and sophistication. Alternative Il will be more difficult
to maintain than alternative I because of the additional DM multiplex
equipment.

Jj. Survivability. The ability of equipment to perform in a
degraded mode as might be associated with a war-time environment,




particularly nuclear conflict, has a direct impact on system
survivability. The increased channel capacity provided by DM and
its higher tolerance to transmission errors than PCM would allow a
more graceful system degradation as the amount of traffic increases,
due to circuit rerouting around the damaged parts of the system.

k. Manpower Skill Level. This measure is concerned with the
number and skill level of personnel required to operate and maintain
equipment associated with each alternative. This measure is also
primarily a function of equipment complexity and sophistication.
Alternative I would have the lowest manpower requirements because no
additional 0&M personnel are involved. Alternative II,while probably
not requiring additional personnel, would require some additional
training for the DM equipment. Therefore, alternative I is given a
higher rating than alternative II.

7.  SUMMARY OF ASSESSMENT

The results of each assessment category have been summarized
in the Table 4-VI along with the calculation of an overall figure of
merit for each alternative. It was found that alternative I, the PCM
digitization strategy, has a higher figure of merit than alternative
11, the combined PCM, DM alternative. In the future, however, the
advantages of DM may outweigh those of PCM, especially as the DCS
employs more digital transmission and switching.
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V. DCS ENCRYPTION

] To secure sensitive information transmitted in the DCS, encryption
of lines and trunks, in both backbone and access areas, can be expected.
The backbone network will be encrypted in conjunction with the multi-
plexing hierarchy of DRAMA [13]. Encryption in the access area may

take the form of end-to-end security, or an enclave encryption strategy,
or both.

1. CURRENT STRATEGY

DCA plans currently have specified an end-to-end access encryption
concept which calls for the implementation of digital secure voice
terminals (DSVT) homed on a digital access area exchange (DAX) switch
which will be unmanned and will contain no security equipments. It is
anticipated that each secure subscriber will either have his own secure
terminal or will be connected to the terminal by an extension device.
Up to six extensions per DSVT will be possible.

The main issue to be considered is what other encryption strategies,
in addition to the current strategy, could be applied to DCS subscribers
in the access area. This issue is a function of type and number of
subscribers and the environment in which they exist.

2. ENCLAVES

An enclave, as used in this report, is defined as a
physically contained area, such as a building, in which a body of
subscribers is located. An example of an enclave is the Defense {
Communication Engineering Center (DCEC) building. A secure enclave
is an area to which some measure of physical, and possibly electronic
security has been provided. The National Security Agency (NSA)
headguarters is such an example.

DCS subscribers resident in enclaves that are secure, or capable
of being secured, are candidates for enzlave encryption. The encryption
may include line concentrators, muitiplexers, and secure private
branch exchanges. The existence of enclaves, raises the possibility
of obtaining authorization to pass classified information over local
loops within the enclave. Secure communications between the enclave
and the network would be-established through an interface device defined
as part of any encryption strategy.

3. SYSTEM ISSUES

There are four key system issues that affect the establishment of

V-1




communications security in the access area. These are: the environment
in which secure subscribers exist, including any physical security; COMSEC
techniques; timing and synchronization strategies; and the cost of
securing the subscribers.

a. Environment. Environmental considerations include the location
of subscribers desiring security, the level of physical security required,
the potential for secure enclaves, and the possible interconnection of
enclaves.

Subscriber location implies not only geographic location, but
also location in relation to other subscribers. For example, the
candidate backbone switches for overseas and CONUS deployment are
markedly different. Overseas, the backbone switch will be RED/BLACK
and will be capable of terminating approved (RED-analog) calls. Such
calls would be transmitted on approved, physically secure, transmission
lines. In CONUS, the switch will be BLACK, and will not terminate this
type of call. A1} calls traversing such a switch will be either those
not requiring security or those encrypted, on a call-by-call basis, in
the access area.

The subscribers' location with respect to other subscribers impacts
the alternatives that can be used to secure his calls. For example,
a user who is isolated from a body of subscribers may require special
provisions for call security, such as a DSVT or an approved line, versus
a body of subscribers that may reside in an enclave and can be secured
using an alternative designed for secure enclaves.

Physical security is an importar  part of the environment. For
example, both DCEC and NSA Headqua: 5 are secure enclaves. Each of
these enclaves has different physica: security requirements. At DCEC,
there does not appear to be the need for fences and special guards as
is the case of NSA. In addition, the Pentagon requires that transmission
lines, terminating secure subscribers, and their associated main terminals
be encased in intrusion resistant conduit for security purposes. This
may not be necessary for secure enclaves such as DCEC. Overseas, secure
enclaves may require special provisions such as fencing and periodic
guard inspection. However, such provisions have not yet been determined
for the CONUS or overseas.

The potential for secure enclaves exists in the DCS. For example,
there are groups of subscribers on military bases who require call
security and satisfy the enclave definition. The potential for setting
up a secure enclave to provide the requisite security determines the
applicability of the concept. This does not imply that failure of an
enclave application obviates securing their calls. There are other
schemes capable of providing needed call security, such as the current
DCS strategy previously mentioned.




Military bases also provide an example whare more than one
enclave may exist in 2 local area. Therefore, there is the potential
for interconnecting these enclaves to form a subnetwork within the
DCS. Such an interconnection is envisioned for the current DCS
strategy.

b. COMSEC Techniques. The COMSEC techniques to be used in the
DCS encryption strategy will not be discussed in this report but are
available in [14].

c. Timing and Synchronization. Synchronous digital terminals
homed on an access area switch will require timing. This timing can be
obtained from an access area switch (AAS) to which the terminal is
homed. If the terminal operates in an asynchronous manner, it can
generate its own timing. The AAS will also require timing for its
operation. This timing can be derived from backbone switch connections
in a master-slave arrangement or can be provided by its own internal
clock, among others [15]. Access area synchronization is discussed in
section VII.

d. Security Costs. As mentioned, the environment in which secure
subscribers exist is a major system issue. This issue impacts the
cost of providing the requisite access security in terms of the
equipment needed and the level of physical security required. Cost
implications are discussed in section V-6.

4.  SUBSCRIBER REQUIREMENTS

In response to a request by the Director, DCA, the JCS requested
each MILDEP, Unified/Specified Command, and DoD Agency to prepare a
list of proposed secure voice subscribers to be satisfied by the
DCA Secure Voice program, AUTOSEVOCOM I1. These Jists were to be
based solely on mission and operational security considerations.
These Tistings are discussed in referenc~ [16], and are also given
here as background for subsequent discussion of alternatives for
providing access area security.

a. Distribution by Theater. Table 5-1 shows the subscribe s
distributed by theater of operation. The entries reflect requirements
for terminals, extensions, and protected wire extensions. The protected
wire extensions range from 1 to over 4000. At the low end of this scale,
requirements are interpreted as extensions from a secure voice terminal.
At the medium and higher end, the requirements reflect a need for
a RED type distribution system.

b. Distribution by Major Initiating Authority. The distribution of

user requirements by major submitting authority is jiven in Table 5-11,
from a breakout of the entries in Table 5-1. This table and other
breakouts can be used to project the voice traffic demand represented
by the approved subscriber list [16]




AD-A134 583 SYSTEM INTEGRATION AND INTERFACE TRANSITION ISSUES(U)

DEFENSE COMMUNICATIONS ENGINEERING CENTER RESTON VA

APR 77 DCEC-TR-2-77
UNCLASSIFIED '

A

F/G 17/2




10 k0 h2
=k
——— t " ==

L

L =" 2

= 1.8

|

lL2s s W

MICROCOPY RESOLUTION TEST CHART
NATIONAL BUREALL (4 STANDARDS 9. A




28241 £CES q9ee 6v59
6 0 Ll 8¢
0sl 0 6¢ Lt
Lée Ll ¥9 orl1
9001 608Y £90¢ valy
6SEL L9 08¢ 816
L6v2 9vv 818 geel
s|1e30] SUOLSUdIX]  SUOLSUaIX] S RULWAB]
LM
Pa329304d

NOILVY3d0 40 Y3LY3IHL A8 NOILNAIYISIQ 43814¥258ns

IT WOJ0A3SOLNY

-Sv10L

43430
ueaqqiJe)
eysely
epRUR)/SNNGD
dL4Loeq

adoungy

“1-6 378yl

V-4




1¢8 (W1 € (0L INIWNYIA09 ¥3IHLO

GLL € 9¢ 9¢clL SITINI9Y GO0 Y¥IHIO

gLy G90p 2 v8 YSN < i
01 0 8 95 v20 = ;
AT 0 #3901 0621 30404 dIlv Y3H1O0

L6 _ Sit AN4 229 INTYYW/AAYN d3HLO

SeEv ‘ A LS 19¢ AWYY 43HLO0

66 _ 0 6l 9/ ANYWIWOJ NY3IHLNOS

38 0 9¢ 29 ONYWWOD NYISYIV

1A% 8§ L0l 6p¢€ QvdON

LLL 0 0 w LLL JvS

861 0 88¢ ! ott LT4INYTONID/INYTINID §
89¢2¢ 08¢ GLL ! eLLt ¥N3INID 5
1GE1 A €8y 028 JVdINID :
019 0€s LY £e SJ0/asvo ,
S|e3o0]l SUOLSUIIXT BULM SUOLSUa}X] Speuluual A3La0yzny butjzjiwgng

pa32330u4d

ALTYOHLNY ONILVILINI ¥OCYW A8 SNOISSIWENS ¥38I¥OSENS I WOJ0A3ISOLNY -11-§ 318Y1




c. Distribution by Functional Category. A requirements breakout
by functional category is given in Table 5-III. It is important to
note that the first three entries constitute the majority of the
requirements independent of the theater of operation.

It cannot be determined from these tables alone which subscribers
require secure terminals and which require only extensions off the
terminal. Such a determination would require in-depth knowledge
of the environment in which they exist. This environmental knowledge
would also be necessary before any potential enclaves could be addressed.

5. CONSIDERED ENCRYPTION ALTERNATIVES

Alternatives for encryption in the access area cover a wide
range; however, those considered here are but a subset of a much
larger set that could be studied. Constraints imposed by present
DCS programs for transmission and switching have been considered in
the formulation of these alternatives. Specifically, the alternatives
to be considered include: End-to-End security (alternative I); A/D
conversion with concentration in the access area (alternative II);
and PBX-to-PBX Security (alternative III). It can be seen that both
alternatives 1I and III are concerned with enclave encryption, where
the enclave may be nothing more than a secure room, and that
alternative I is concerned with encryption at the subscriber's end
instrument. Figures 5-1 through 5-3 conceptually show the alternatives.
Mixes of both analog and digital subscribers are assumed where appropriate.

a. End-to-End Encryption

(1) Definition. This alternative presumes that signal
encryption is provided down to the subscriber end instrument. Current
DCS programs have specified a DSVT with up to six extensions for each
instrument. This alternative is also characterized by a digital
access switch. A DAX has been specified for this function.

It will accept both secure and nonsecure digital traffic, and will

be connected directly to a tech control and backbone switch. DAX's
will have the capability of being interconnected. Because the DSVT
will A/D convert and encrypt analog voice, the encryption being
optional and obviated for nonsecure calls, there is no need for
encryption on the transmission lines between the DAX and the backbone
switch.

(2) Advantages. The major advantage of this alternative
from a systems viewpoint is that encryption is provided end-to-end.
Thus the originating encrypted stream will never need to be decrypted
anywhere in the network. Only at the destination DSVT will decryption
result. This alternative is independent of the environment in which
secure subscribers exist, provided physical security for the DSVT is
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available. This includes application to isolated subscribers and to

enclaves whether secure or nonsecure. That a DSVT can have as many .
as six extensions is key factor because the subscriber population will not .
require one DSVT per subscriber. Rather, several subscribers can

share a DSVT, thereby reducing initial investment and operation and

maintenance costs. This will result in a smaller number of terminations

required of the DAX, further reducing costs as compared to a DSVT per

subscriber.

(3) Disadvantages. The alternative is characterized by one .
major system disadvantage. It does not allow for the DAX to accept any '
subscriber transmission signals that are not DSVT derived. This .
precludes the use of the DAX for any purpose other than processing
DSVT originated or terminated traffic. It will be possible to inter-
connect DAX's, but only DSVT derived traffic will be carried among them.

b. Bulk Encryption

(1) Definition. This alternative, as depicted in Figure 5-2,
is characterized by encryption of a given number of subscribers, either
digital o~ analog in format Analog subscribers would be converted to
a digital equivalent and concentrated before being encrypted. Digital
subscribers would be concentrated before encryption. The digital
stream would be bulk encrypted in the enclave before entering the
transmission subsystem at some nominal rate. At the switch side of the
transmission subsystem, the streams would be decrypted and demultiplexed
to baseband. These resulting digital streams would be directly input
to the switch if they are bit rate compatible with the switch. If
they are not, a code conversion algorithm would be required to establish
the compatibility.

Figure 5-2 also shows an approved analog access line that is
physicaily secured, rather than electronically secured. Inputs to
the multiplex would be analog and would remain analog. At the
backbone switch end of the transmission subsystem, the transmitted
stream would be multiplexed and input directly to the analog part
of the backbone switch, presuming that the switch is capable of
accepting analog inputs. The technical control facility associated
with the AN/TTC-39 switch will have provisions for approvea access
Tines. However, at present there are no known DCS requirements
to terminate RED analog calls at AN/TTC-39 switches [16].

(2) Advantages. This alternative is independent of traffic
type and mix, which is not true of alternative I. Concentration can be
employed such that entry into the transmission can be made through a
multiplexer as shown in alternatives I and II of the digitization
strategy (section IV). This alternative does not require an access




switch for its operation. Also, if subscribers were located close to
the switch, they would be brought into the network on an approved access
line.

(3) Disadvantages. This alternative has several major system
implications. For traffic distribution at the backbone switch, the
bulk encrypted lines must be decrypted and demultiplexed. This would
add a new dimension to the transmission multiplex hierarchy planned for
the transitional period. Presently, there are no DCS transmission
programs to decrypt/demultiplex bulk encrypted access lines. If the
bulk encrypted access lines were input to the transmission subsystem,
say at the 1.544 Mb/s rate of the DRAMA hierarchy, there would be the
problem of encryption imbedding that is related to dynamic communica-
tions stability, which will be discussed in section VII. Also, the
decrypted, demultiplexed streams would enter the backbone switch in
the clear (RED calls). This would also be true for every switch in
the path that the call must traverse on the way to its destination.
These RED calls would be encrypted between switches. While this is i
not a major disadvantage for overseas deployment, compared to alternative
I, it would be impossible for CONUS switches, which will be BLACK and
not capable of processing RED analog calls. Hence, this alternative is
obviated for application in CONUS access areas. The only possible
exception to this would be cases where the bulk encrypted lines are
destined for a single location and hence, do not require switching
or adding and dropping of individual subscribers. Finally, as noted
previously, if the bulk encrypted streams are not bit rate compatible
with the backbone switch to which they are homed, a code conversion
must result. For example, if a CY-104 were used as the A/D multiplexer-
encryption device to provide bulk encryption, each subscriber would be
A/D converted to 64 kb/s. This rate, however, is not compatible with
the basic rate structures acceptable to the AN/TTC-39 switch. This
would entail a code conversion from PCM to a 16 or 32 kb/s code without
going through any D/A-A/D conversion pair. OUnly then coula tne
individual streams be switched.

c. PBX-to-PBX Encryption

(1) Definition. This security concept is characterized by a
RED/BLACK access switch which provides both A/D conversion and
encryption functions. As discussed in reference [17], it is a
technically feasible approach to securing certain subscribers, but
one which appears to have application only in secure enclaves.

The concept, as depicted by Figure 5-3 in an enclave environment,
allows for both analog and digital traffic to be input to the switch.
Analog traffic would be A/D converted at the switch. Those subscribers
requiring security would have their communications secured at the switch,
the encryption equipments being resident and pooled at the switch.
Subscriber access lines between termin~ls an th. switch would be




analog, except where digital terminals exist such as DSVT's and data
terminals. In essence, this alternative emulates alternative I, except
that COMSEC has been transferred from the subscriber terminal to the
secure PBX.

This concept allows for intra- area and interarea communications.
the interarea being divided into the backbone area and other access
areas. In this concept, the action taken by the PBX on subscriber
calls as a function of destination is given in Table 5-IV.

(2) Advantages. In this alternative, the secure PBX will
accept both analog and digital traffic, where the digital traffic may
be originated, for example, by DSVT's. As in alternative I, encryption
would be on a call-by-call basis. Therefore, no decryption would be
needed anywhere in the network except at the destination subscriber’'s
PBX or terminal. This alternative would allow communication between
a homed subscriber and distant DSVT's by using DSVT-type COMSEC equip-
ments, thereby facilitating interoperation with alternative I. COMSEC
equipments would be pooled at the secure PBX and allocated on as-
needed basis. This would reduce COMSEC costs compared with alternative
I, which deploys a predetermined number of secure terminals.

(3) Disadvantages. Application of this alternative is
environment-dependent, and is limited to secure enclaves. Hence, both
physical security, and operation and maintenance considerations are
impacted. Physical security for this alternative depends explicitly
on such factors as requirements to secure the analog access lines
between the subscriber terminal and the secure PBX, periodic
surveillance of these lines, and external enclave protection including
fencing and manpower. If the secure PBX requires manning, operation
and maintenance factors will seriously escalate the cost for this
alternative. However, these depend on the level of security provided
the enclave, and whether the COMSEC equipments can themselves be adequately
secured within the enclave confines. Communications are not end-to-end
secured but rather PBX-to-PBX, or PBX-to-called subscriber secured.
Secure communications are therefore in the clear between the
subscriber analog terminal and the secure PBX. This is a disadvantage
when compared to alternative I.

6.  COST CONSIDERATIONS

The costs associated with the three alternatives include
equipment, O and M, and physical security. The equipment costs are those
for secure terminals, A/D and crypto devices, access switches, backbone
access lines and protected wire distribution.

a. Assumptions. Certain basic assumptions have been made for the
costing analyses of the alternatives. These are needed because of
incomplete knowledge of the existing communications environment.




5- IV. PBX ACTION ON SUBSCRIBER CALLS
Subscriber Destination PBX Action
Traffic
Intra area Analog I/0, no A/D
Non-Secure
Intra area Analog input, A/D,
No COMSEC
Intra area Analog 1/0, no A/D,
No COMSEC
Secure
Intra area Analog input, A/D,
pooled COMSEC, KDC
key acquisition,
key storage
V-14
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Specifically, in the initial cost comparison of alternatives I and

IT, physical security requirements have been assumed to be the same.
However, a parametric analysis is subsequently given to show the
factor increase in the security cost of alternative II1 as compared

to alternative I, since it is very likely that physical security costs
will be greater for alternative [II. These costs must be considered
on an implementation case-by-case basis. Access line costs between
the access switch and associated backbone switch have not been
considered.

Equipment cost factors are based on DCEC cost estimates and
are discussed in detail in reference [18], with the exception of
Alternative II equipments. For alternative II, it is assumed that
an existing CY-104 having 24 individual A/D, multiplexing and
encryption capabilities, can satisfy bulk encryption needs. It is
further assumed that redundancy is required and that a similar
device will exist at the backbone switch due to the lack of code
converters and because provision has not been made for terminating
these subscribers in present DCS programs.

Because there are no known DCS requirements for approved
subscriber lines and because transitional DCS CONUS switches
have no provision for approved lines, this part of alternative II was
not costed.

Table 5-V shows the equipment specifics and the O and 1 factors.
Physical security costs have not been considered.

Since the costs associated with alternative IIl are based on
pooled equipments, a statistical characterization is used.
For the analyses it is assumed that subscribers originate . .2 calls
per busy hour with a holding of 5 minutes, and a 1% switch tlocking
probability.

b. Cost Tradeoffs. Figure 5-4 shows the results of the costing
analysis where 1t has been assumed that the secure PBX, for alternative III,

is unmanned. Encryption requirements are assumed to have been
physically secured within the switch which is imbedded within the
enclave. The curves in Figure 5-4 are a function of the number

of DSVT extensions for alternative I, and the number of analog phones
attached to the same address number for alternative III.

Costs for bulk encryption are constant over the full range of
subsgribers. This results wholly from the traffic ard blocking
statistics which indicate that one secure terminal can service up
to 145 subscribers with one channel being held as a spare.
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It can be inferred from Figure 5-4 that there are subscriber
regions in which one alternative dominates others. It is apparent
that bulk encryption has significant advantages over DSVT or secure
PBX concepts for the full range of subscribers. However, as previoqsly
mentioned, there are operational difficulties with bulk encryption in
securing the information in the backbone area.

c. Operation and Maintenance. Of the cost factors involved. Oand M
produces a significant change in the life cycle costs. For example, if
all assumptions remain unchanged except the manning assumption for
alternative III, significant differences in the application of the
alternatives to specific subscriber population will result. Figure 5-5
shows this manning change cost effect to alternative II]. With two
extensions chosen as an illustrative example, the results of this
figure indicate that for less than approximately 54 subscribers, the
DSVT concept is preferred over the secure PBX concept. For alternatives
I and II, 0 and M is assumed unchanged. The cost increase is significant
when compared to the previous unmanned case in which the secure PBX
alternative was always preferred for two extensions.

d. Physical Security. The cost associated with physical security
is also significant. For the previous analyses presented it was assumea
that physical security for both alternatives I and II was identical.
However, for alternative III, physical security may be required
depending upon the environment, because the analog subscriber lines rmayv
need physical protection or because security external to the access
area might be necessary. The associated costs for the alternatives
would be greatly affected.

As an example, consider 2 subscribers on the average per
terminal, and a population of 20 subscribers. From Figures 5-4 and
5-5, the cost for alternative I is D = $322K; for alternative I,

the costs are E, = $257K for the unmanned case, and E, = 5452k for

the manned case. These values are used as a base for Fioure 3-6 which
shows the effects of increasing the physical security ccst of alternative
H1 above that of alternative I. The initial cost for physical security
common to both is indicated on the figure. Alternative I11] costs are
found by multiplying the ordinate factor, N, by the sum of D and the
initial physical security cost. °

7.  DISCUSSION

Of the key issues discussed, the environment appears to have the
most serious impact on the application of the alternatives to securing
DCS subscribers. As noted, alternative I is environment independent,
whereas alternative 111 depends explicitly on the environment, mainly
as a function of physical security. DCA has no stated requirements
for alternative II; hence, it is not considered a Tikely candidate
for inclusion in the DCS.
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The cata submitted in Tables 5-1 through 5-1I1 support the
conclusion that both alternatives I and III can find DCS application,
but present programs do not include any provision for interoperation.

The cost analysis, though specific as far as assumed statistics
are concerned, has shown that there are subscribers populations for
which alternative I is preferred over alternative IIl, and conversely.
It further demonstrates that there is potential application for both
alternatives.
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VI. SOFTWARE COST MINIMIZATION

1. THE TREND OF SOFTWARE COST

In recent years the increased use of computers within the Defense
Communications System has caused a software cost explosion. While
state-of-the-art advances in technology have kept hardware cost down,
costs in the Tabor intensive area of software are rapidly rising to
the point where it is becoming the dominant contributor to computer
system cost. For example, software cost within DoD has been reported
in excess of $3 billion per year [19]. For the Air Force, the current
software/hardware ratio of total automatic data processing system cost
is greater than 65/35, and based on current estimates the ratio will
swell to 90/10 by 1985 [19]. The increased dependence of the DCS
on computing capability and the continued increase in the ratio of
software to hardware cost emphasize the need for additional effort in
the area of software cost minimization.

The utilization of software is expected to increase in the next
decade. For example, three related areas of development that presently
require software support are: computer security mechanisms, computer
networking, and distributed systems built from microprocessors. In
order to harness and consolidate the potential of many microprocessors
or computers for a particular effort such as computer networking, their
activities must be coordinated and controlied by software [20]. 1If
such a processing environment is expected to handle classified as
well as unclassified data, then additional precautions must be
taken to ensure that the software performs specific functions, and
under no conditions does it perform unexpectedly.

The intent of this section, is to examine why the development
cost of software has continued to increase relative to hardware,
identify opportunities for a reduction in the cost of software
production and maintenance, and recommend the action necessary
to improve the quality and reduce the cost of software. Furthermore,
significant changes in requirements being placed on software are
identified, and some trends occurring in software development in the
future are outlined. It is hoped that this section may serve as a
catalyst for realistic and fruitful action.

a. Factors Influencing Software Cost Estimation. The following
are factors to be considered in estimating cost:

e Number of Source Instructions. This is a measure of the
complexity of the task. A major problem in large systems is
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the increase in cost per instruction as the number of
instructions increases. For example, one study [21]

reported that the development rate for instructions per

hour ranged from .33 to .53 for large real-time programs
(programs over 100,000 lines of code), to 1.6 to 5 instructions
per hour for programs from 5,000 to 20,000 instructions, under
similar conditions.

e Source Language Programming. The time required to develop a
program using assembly language has been reported as high as
twice the time required if a high order language is used [22].
A more recent study [21] involving the development of real-time
systems indicated a 20% reduction in total development effort
through the use of a higher order language. Software costs
for a given number of statements tend to be similar whether
the program is written in a high order language or assembly
language. Thus, the saving is a direct result of fewer
statements being written with a high order language. High
order language programming also tends to result in better
programming algorithms and easier program maintenance, since
the programmer, by having to look a’ fewer instructions, is
able to group a large portion of the problem and/or understands
the problem more rapidly.

e Type of Application. The cost for real-time application’s has
been estimated as much as five times greater than for non-real-
time applications [22]. The communications systems development
would be considered a real-time application. Personnel from
Bolt Beranek and Newman, Inc., during a meeting held at
the Defense Communications Engineering Center in October 19876,
estimated that executive system software cost is approximately
three times the cost of compiler langquage software on a per-
instruction basis. Furthermore, it was predicted that
communications software ccsts are approximately three times
greater than executive system software costs. Another study
[21] indicated that large real-time programs required four
to five times the development effort necessary for support
programs such as loaders, editors, assemblers, and utility
programs. There is adequate information available to indicate
a significant difference in the effort necessary for different
types of applications.

® Participant's Experience. A recent study [21] concluded that
the most important single factor which determined the different
development rates was the experience level of the designing
programmers and supervisors. In fact, development times may
be reduced significantly if the program is a variant of a
familiar program.




e Availability of Generalized Support Packages. An application
which can utilize a support package such as a generalized
management information system can accrue significant cost
reduction; support package utilization should be evaluated
and encouraged in appropriate circumstances. In fact, the
availability of software support tools has been recommended
[23] as a major consideration in the selection of a vendor
for software development. Unfortunately, many support tools
are both language and machine dependent.

e Size and Structure of the Data Base. Software that retrieves
and utilizes information from external resources such as data
bases costs more per instruction than similar programs without
data interactions [22]. The processing requirements of
data must be considered in the design phase so that proper

checks and controls are implemented to avoid unnecessary
termination of processing due to invalid entries.

e Turnaround Time. Interacting computing facilities can
reduce turnaround. Current estimates [24] indicate at least
a 20% improvement in program development by using interactive
computing instead of batch processing.

e Hardware Constraints. Hardware procurement frequently precedes
software development. If the hardware is improperly sized for
the job or if the size of the job expands, attempts are
frequently made to have the software compensate for hardware
inadequacy. The availability of different hardware configura-
tions through computer networking should enable the user to
make better procurement decisions by allowing software development
and sizing on a host computer prior to procurement of hardware.
The actual delivery date of hardware may be less crucial, since
considerable development and testing may occur within the
network environment.

e Software Production Schedules. An unrealistically foreshortened
software production schedule normally results in significantly
higher project cost, provided the original schedule was well
planned and realistic [21]. The quality of the product suffers;
hence, the maintenance costs are increased. Management must
consider these penalties when they shorten software production
schedules. Current studies reveal that increasing the
staff on a software project after it has been initiated
frequently extends the length of the project instead of
shortening it. Generally, the fewer the number of programmers,
the greater the productivity per programmer.
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Expected Quality and Reliability. The functional capabilities
expected from a specific software module dictate the expected
quality and reliability. For example, software support for
systems which simultaneously process different levels of
classified materia) must be certified. The intent of
certification is to ensure that the software performs as
intended and does nothing more. Based on the current trend,
it is anticipated that eventually this certification will
require that the code is proven correct. Regardless of the
approach, the cost of such software will include additional
expenditures to ensure that precautionary measures have

been taken to avoid security compromises.

Development Environment. The development and testing of software
may occur in an environment substantially different from the
planned implementation environment. Some companies [21] have
improved the production rate from 25 instructions per hour to

40 instructions per hour through the use of a simulator. In
communications systems, simulation is difficult because of the
real-time operating environment. Thus, the simulation must

in many cases consider the relative execution time of routines.

Stability of Requirements. Studies have shown that more
development effort is spent in the 10 years following
implementation than during the initial development [21].
Changing requirements will increase the life cycle cost of
software; however, proper initial planning and analysis are
essential to anticipate such changes and implement them in
a timely and inexpensive manner.

Personnel. Probably no field has a greater variance in the
abiTity of personnel than software development; studies have

shown ratios of productivity as great as 26 to ! [24]. Further-
more, the more productive people tend to produce the more
realiable software. Emphasis should be placed on proper selection
qnd retention of quality people. Personnel are the most

'mportant ingredient in determining the success or fajlure

of a system ?2]].

Developmgnt Techniques. Techniques such as structured
programming, automated aids, and chief programmers teams have
contributed to a reduction in software cost [25, 21].
Appropriate research should be continued to develop, identify,
and provide proven methods for future software projects.

Management Involvement. Management must have a high degree
§?:ayareness and understanding of software so that they can
initiate changes needed to lower the )ife cycle cost of software.




Management has the responsibility and the opportunity to
make a significant impact on the software cost.

These factors are frequently used in the estimation of software
costs. It is impossible to plan effectively and develop realistic
costs if one cannot estimate expenditures for software. Although
many companies [21, 22, 26] have developed methods to estimate
software cost, these methods tend to be proprietary. The Government's
problem in cost estimation is increased by the lack of available
metrics. In regards to software, the term metric is defined as
the standard which is a measure of the extent to which a module of
software, or a system containing software, possesses and exhibits a
certain property [27]. It is important to develop metrics that can
be utilized tv many different organizations. For example, a cost
model may require specific inputs that describe the characteristics of
the software, and if organizations intending to utilize these models
do not have the proper data in the expected units of measure, then
the results will be meaningless.

There is a need for additional research and/or investigation
into the development of appropriate metrics and cost models. The
Department of Defense does not possess the capability to evaluate
different alternatives that require an accurate estimation of
software cost. This deficiency is not caused by the lack of
technological knowledge; rather it has occurred because there
is a need to develop appropriate cost models and collect the

b. Life Cycle Cost. Software costs are not as easy to identify
and isolate as hardware costs. A hardware component has a fixed initial
cost and some expected maintenance cost. The term "design-to-cost" is
defined as the process utilizing unit cost goals as thresholds for
managers and as design parameters for engineers. This concept has
been reduced to practice for computing hardware; it is not fully

The initial financial commitments for software are small
compared to total commitment (see Figure 6-1). Software costs include
all the effort involved in producing and maintaining the necessary
executive, support, and application programs and their documentation;
well defined functional specifications should also be included.
Software development and maintenance can be represented by the

Establish Performance and Design Requirements

Develop Implementation Concept and Test Plan

Develop Interface and Data Requirements Specifications
Create Detail Design Specifications

Complete Coding and Debugging
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Develop Software Documentation

Complete System Validation Testing

Document Certification and Acceptance Procedures
Install and Check Out Operational Confiquration
Maintain and Update Existing Software

One should be aware that statistics currently available on
the cost of different phases of the life cycle; these figures
may be badly distorted [28] in that some of the largest systems
are still in the process of development. Furthermore, maintenance
cost will increase each year the system is in existence; some experts
[21] have estimated that a system which requ.red 46 of the life cycle
cost for maintenance after 4 years may be expected to approach 60 of
the 1ife cycle cost in 10 years. A summary of the distribution of the
development cost of several systems is shown in Table 6-1 [19].

The interaction between different phases of the Tite cycle makes
it difficult to assess the impact that one can expect from improving
the performance and/or quality of the effort within a particular phase.
For example, errors made during the design phase may not be identified
until the maintenance phase; thus, their impact on cost would be
reflected in the cost of maintenance (see Figure 6-2). Since the
design and maintenance phases represent 657 of the total cost 'hac<ed
on today's statistics) and are attributed with more than 80 of tne
cost caused by errors [25], they should be the primary targets for
improvement. Available data on cost of detection and correction
indicates that design errors cost the most to diagnose and fix
[21, 25]. The cost of detecting and resolving a software error after
it has been placed into service is thirty times larger than the cost
required to deduce and resolve an error during initial reading and
review of code [21]. It has been reported that 707 of design errors
are not identified until after development is completed. Obviously,
it is very important to be aware of the impact that one phase can
have on another phase. In the future one can expect an additional
phase or function, proof of correctness [29], to be added to the
life cycle of software where the software must be exceedingly
reliable. Although it may actually be hidden in the coding and
debugging phase, it should change the distribution of cost during the
tife cycle of the software. Furthermore, there are many functions
such as documentation that affect the cost of maintenance; it is
important that these related factors be evaluated in terms of total
life cycle cost and not just their impact on the cost associated
with a particular phase.

2.  OPPORTUNITIES FOR REDUCTION IN SOFTWARE COST
Because of the interaction between phases of the life cycle, it

is not clearly evident [21, 25] from the available analysis where
the greatest opportunities exist for reducing cost. Furthermore,
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TABLE 6-1.

BREAKDOWN OF DEVELOPMENT COST FOR SELECTED SYSTEMS.

SYSTEM ANA;YSIS copnG VALTDATION
- DESIGN DEBUGGING

SAGE 399 147 a7°

NTDS 30 2 o
GEMINI 36 . -
SATURN V 3?2 24 a4
0S/360 3 ’ . -
AVERAGE 30 . .




MAINTENANCE
507

DESIGN
ERRORS
414
LOGIC & SYNTAX
ERRORS DURIIIG

MAINTENAHNCE
LOGIC & SYITAX
ERRORS DURING
DEVELOPMENT
DEVELOPMENT
“NOTE:

The cost required to detect and resolve a design error after
it has been placed in service is anproximately thirty times

larger than cost required to detect and resolve such a bug
durina the initial development.

Fiqure 6-2. Life Cycle Cost Attributed to Different Types of Errors in
Development and Maintenance.
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statistics currently available on the cost of different phases of the
Vife cycle of software are somewhat deceptive [28]. These figures
are badly distorted in that some of the largest systems are still
under development, whereas those in maintenance were those produced
in much less ambitious times. In most recent systems, one can expect
the operations and maintenance cost to exceed those for development
and acquisition by several times (see Figure 6-3) [28]. It does
appear that design and maintenance are certainly two phases where an
improvement could produce substantial savings (see Table 6-11).

Design and maintenance costs cannot be studied by themselves
because there is an interdependency between all of the phases of
life cycle software cost. For example, the utilization of a higher
order language to promote transportability of valid code may have a
significant impact on maintenance cost. Since software is expensive
to develop and the same capabilities are developed for many systems
(some are identical systems) it would appear logical to maximize the
repeated useability of software. The ability to achieve this
objective has failed to materialize because software historically has
been structured to the architecture of the particular target computer.
However, the continued increase in the cost of computer software,
the introduction of transportability of software over a network, and
a better understanding of software architecture as opposed to computer
architecture enhances the likelihood of success.

Regardless of technical expertise, the ultimate responsibility
for the high cost of software resides with management. Management
has too Tong been in awe of the "Computer Revolution." It must take
the necessary action to control software projects. The first step
is to become educated in the principles of software so that software
development and maintenance can receive the egquivalent control and
scrutiny given hardware [21, 23].

a. Software Design. The activities that are actually
considered part of the design process vary depending on the
reference [2]]. Frequently recognized achievements in the design
process are the following [21, 25]:

® An overall functional specification describing what is to
be performed.

® The dependencies between each major function and the
modules which are expected to provide the functional support.

o The linkages between modules,
® A "structured" logic flow such as a system flow chart.

e A1l data structures and their corresponding intended usage,
attributes, access method, and value range.
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SPECIFICATION 7%

DESIGN & CODE 10%

TEST 8%

DOCUMENTATION 5%

MAINTENANCE & OPERATIONS 70%

Figure 6-3. Estimated Distribution of Life Cycle Cost for
Systems Currently in Development [21], [28].
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TABLE 6-11. AN ATTAINABLE GOAL FOR THE REDUCTION OF COST
IN THE LIFE CYCLE OF SOFTWARE.

Present Annual Percentage of Yearly Savings
Cost Reduction (Millions)
(Millions)
Design
Errors 1,200 15% 180
Logic &
SYNTAX 30 25% 22.5
Errors :
i
Maintenance
Cost Not 210 10% 21
Attributed
w0 Errors
1,500 15% 223.5

NOTE: Cost data above are based on an annual cost of $3 billion.
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o Definition of all data inputs to each segment and data outputs.
o Test plans to test the operation of each module.

(1) Approaches to Software Design. The design process is
frequently not a formalized approach. One approach, HIPQ, which is
described in this section has been successfully used in the
development of software for large stored program controlled
telephone switching machines [25]. A variety of approaches have
been utilized with limited success; these approaches do provide
guidelines and are certainly better than undisciplined approaches.
Some of the techniques being utilized in the design process are the
following [21, 30, 31]:

o Levels of abstraction, as defined by Dijkstra, provide a
framework for clear and logical system design. The system
is conceived as a hierarchy of abstract levels. The lowest
levels are closest to the machine. Each level supports an
important abstraction; levels of abstraction is a useful
specification tool because it allows us to become less
dependent on "nonessential" details of a particular
implementation [30, 32].

¢ A top-down development process in which the higher level
module is given as a program specifying the flow of control
among certain lower level functional modules.

e Higher Order Software is a formal methodology for defining
requirements for computer based systems [30%. It is based
on six axioms; the utilization of such a system needs the
support of a specification language and corresponding
software tools. This approach is still under development.

e THREADS is a requirements-oriented methodology that defines
a system in terms of units specifically keyed to required
system capabilities. This system was developed by Computer
Sciences Corporation.

e HIPO is a procedure developed by IBM [33]. The objectives
are expressed as a hierarchical procedure where inputs and
the corresponding process and resulting outputs are defined
and redefined until the desired level of detail is obtained.
The intermediate stages are retained.

Frequently a combination of different techniques is utilized in
the design process. Unfortunately, the importance of the design
phase is frequently not recognized. While these approaches or
techniques have provided some improvement in the design process,
there is still an urgent need for additional progress in design
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techniques. This need is indicated by the high cost of errors in
system design and the failure of software to perform its intended
function.

(2) Potential for Improvement in the Design Process. There
are two ways to approach the improvement in the design process:
(1) improve the current techniques, and (2) identify new technigues.
Management reviews and technical "walk-throughs" have been very useful
in identifying design errors. The walk-through is a formal review
technique where test inputs are generated and "eyeballed" through
the design to verify its accuracy [21]. While those efforts have improved
the design, too often the specifications are not consistent with the
requirements. Additional research is recommended to improve the
approach used in management reviews and technical walk-throughs.
It may be appropriate to develop a scenario for management review and
actually let management simulate the use of the system through its
outputs. The essential content and format of a scenario for such a
review are unknown. Some of these questions will be formulated and
answered in a current effort, "Study of Engineering Practices for
Communications Software".

The experience level of personnel is considered by some
experts to be the most important criterion needed to ensure successful
development of software [21]. Thus, there is a need to develop a
technique for recording the design efforts of experienced personnel
so that this information can be identified and retrieved for review
[341. More emphasis has been placed on other areas such as proof of
correctness, portability of programs, and languages which assume the
design is correct. Yet, the errors in design represent approximately
40% of the life cycle cost; it appears that more emphasis needs to be
placed on design. It may be possible to modularize and define portions
of design efforts such that they are useful in future efforts.

- There is a real need to be able to verify that the specifications
are consistent with the user requirements, and similarly, the computer
programs are consistent with the specifications. For example, it
would seem reasonable to prove that each message in a telecommunications
system has been delivered. Some research is being done to prove
that security policies are accurately supported by the system [35].

This effort should be extended to include the proof of functional
requirements.

Design flexibility is especially important in regard to changes
in requirements, particularly those occurring after a system is
operational. There is need to develop a methodoiogy that would
enable a design to be described and certified in terms of functional
capabilities. It would be a logical or conceptual design which could
be the basis for the mapping of real software/hardware components
during the implementation of a system. The usefulness of such a
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design will depend on the guidance and insight it can provide for
actual implementations. It is a reasonable approach for ensuring
flexibility in design, and it represents an initial method to record
the design efforts of experienced personnel. It is usually descrihed
in terms of abstract entities such as logical processes and virtua)
entities. DCEC recently completed a contract that studied the
development of a logical model for communications software. This
contract explored the feasibility ¢f some specific rules and actually
simulated the implementation of a simple model. There is also a

need to develop a methodology for the logical design and integration
of hardware and software.

In summary, there is a great need to verify that a system design
is consistent with user requirements and to prove the system design has
the potential to perform its intended functions. Furthermore, there
is a need to express or record a design effort such that it can be
easily reviewed and utilized for related efforts. More of our current
research should be directed toward these goals since there is a high
potential for a larger return on the investment.

b. Maintenance. There are two divergent ways to reduce
maintenance cost: one way is to make it easier and less expensive to
do maintenance by designing equipment which will be reliable and easy
to maintain; the other way is to eliminate the need for maintenance.
Unfortunately, it is not realistic to eliminate all maintenance.

Even if it were, the capability is still needed to upgrade and meet
the changing needs of a system. These same capabilities enhance the
ability to perform maintenance. For example, detailed design and
coding standards must have been established and then followed for
effective maintenance and updates. Furthermore, it is predicted
that the maintenance cost on real-time systems currently under
development will exceed several times their development cost on
existing systems (see Figure 6-3). Figure 6-2 shows that more

than half of our maintenance is a reflection of poor or incorrect
design.

The management process which is used to maintain a program after
completion of design is called "software configuration management"
[21]. After configuration control takes effect, all code anc
documentation forms should be accompanied with the supervisor's
approval and the reason for change. The maintenance programmer
and the chief programmer report to different line supervisors.

The maintenance programmer should have the responsibility to verify
that program modules work according to the specifications. The
maintenance programmer formally agrees that the program modules are
properly documented, structured in design, easily readable, and
conform to all specified standards [21]. The idea is to enable

the individual whose future effort is most affected by the completeness
of the development to have an opportunity to review and accept or
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reject the software based on his evaluation of its status [21].
Unfortunately, in a government installation the potential impact

of the development effort is not likely to receive the same level

of scrutiny. However, the same need exists to ensure that
maintenance can be performed. This approach will increase
development cost; however, it should reduce the total life cycle cost.

c. Computer Networks. The ability to communicate between
different computers extends the horizon for potential approaches
in software development. It also increases the need for compatible
and standarized software. The ability to electronically transport
and transform software into different forms enhances the likelihood
of developing software that either is in a portable state or can be
transformed into a portable state. Software, unlike hardware,
can be transmitted as electrical signals and can be utilized in
another location, which leads to uninhibited sharing of resources.
The sharing of software is a tremendous opportunity for reduction
of software cost.

(1) An Operating Environment for Sharing of Software. One
logical approach for the identification of potential solutions for
software sharing is to first define an environment that would be the

| most conducive for shared involvement. For example, if each member
f of different teams at different physical locations used identical
computer equipment, an identical operating system, and the same
computer language, there should be an opportunity to share the

work load where the efforts are similar. Furthermore, if by chance,
each functional group at different locations were assigned the
required work could be divided among all the different groups and
the same result achieved in a more efficient manner. MNow carry

this process one step further in an attempt to illustrate a need

for cooperation; for example, what if this same task had already
been satisfactorily completed by one or more of the functional
groups in the system? OQObviously, the desired software package

is in existence. What should be done next? In this environment

one might think of the software planner as an individual who

selects the programs or program families [36,37] needed to build a
software system. His task would be analogous to the designer of a
piece of equipment who intended to extend his product line with a
minimum of new parts. The designer would identify basic
requirements and partition them into functional entities that could ]
be supported by components 2 ready designed and tested.

Concept interchangeahility is very desirable; however, this is
not likely to occur unless proper emphasis and planning are focused
on this issue. The designer must also recognize that there is an
economical advantage from utilizing components that are in the
standard product line o“ other organizations. The opportunities for
economical gains from program families [37] are even greater than
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those for interchangeable parts. For example, a portion of a software
system that is already available in the form of functional modules is
practically free. There may be some interface problems, but it is a
tremendous opportunity for cost saving.

A question one should consider is why government organizations
are not taking more advantage of this sharing opportunity. Part
of the answer is reflected in the organizational structure and the
level of software awareness that exists within the structure. The
individual who writes programs for a particular organization probably
has his own set of routines that he uses over and over. He has
tested these routines, knows the basic logic, and has confidence in
their reliability. The perspective is much different once the
programmer is asked to use some other programmer's code. He
may decide the logic is not clear and the documentation is inadequate.
In fact, the programmer may decide it probably does not even perform
the desired functions. Management's lack of knowledge and awareness
of software issues has practically guaranteed that in many
organizations very limited consideration will be given to the
generation of software with a planned intent for use in multiple
systems.

Besides management issues, technical needs and concerns must be
addressed. For example, what information must be made available to
a potential user so that he can decide if the software is useable
in its current state? Once the potential for modification has arisen,
then the information essential for a decision of this magnitude is
considerably greater than that needed only to implement the module.
It is possible that software modules should be classified such that
those most likely to be utilized on a repeated basis would receive
special attention in terms of documentation. What is needed is a
virtual language that could be translated to a state compatible
with any system that had specific functional capabilities. These
software modules would still have to be tested to verify portability
and capability.

Many questions need to be answered to pursue a solution along
this route. For example, what definable characteristics can aid
in the selection of those modules which are desirable for purposes
of sharing? What information is essential to determine the utility
of a program? Would a virtual machine need to be defined to clarify
functional requirements needed to ensure proper mapping? Is it
possible to develop a "virtual" language? Would the language be
applications oriented? How can one retain information such that a
user can quickly determine the availability of software to meet
a need? If the cost of software is so high, why isn't the software
that is already completed, tested, and verified used on repeated
occasions? Unfortunately, part of the answer is no one knows how
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to easily identify software to meet a desired utility and establish
the extent of its portability. The potential is so great that this
area of research should receive additional attention.

(2) Requirements for Protocols. In order to provide
effective communications within a computer network, provisions
must be made for carrying on several transactions simultaneously
on a single access port. One solution is to schedule the processing
of transactions on the basis of identifiers included within each
message transmitted [38, 39]- rnis defines the network access protocol.
A network access protocol should include means for the following [39]:

e Identifying destination of data on a message-by-message basis.

e Transmitting interleaved messages to multiple computers
and terminals.

o Precluding the delivery of messages to unauthorized users.
e Controlling the flow of data into the network.

The methods currently used for accessing data communications
are very similar on different networks. There are significant
benefits to be gained in adopting network access standards [38].
This would enhance the likelihood of resource sharing and insure
that computer systems could communicate with each other.

d. Programming Language Issue. Programming languages influence
the process of program creation and the properties of the final program.
The capability to develop a computer program on one machine and execute
it on several other machines is dependent on issues relevant to the
programming language.

_ (1) High Order Language (HOL). Using a high order
language (HOL) can result in reduced cost, increased portabiiity,
and lower maintenance cost. Several issues relating to HOL for
communications language need additional investigation, such as
interfacing with operating systems, real-time code, parallel
processing, and assembly languages. The high order languages currently
available have serious deficiencies in these areas. It is possible
with known technology to develop a high order language for communications
systems significantly superior to those currently available.

An example of an early attempt to make expert knowledge of an
application available to the ordinary user was the development of a
switch configuration simulator language called a "Communications
Computer Language (COMTRAN)." The purpose of the COMTRAN system
was to provide Rome Air Development Center (RADC) with a communications-
oriented simulator system that would accept parameter statements in
a language which was convenient for test engineers to use and
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produce programs that could operate the stored program element in
accordance with the requirements of the engineers [40]. This
software was restrictive since it was developed for a specific
computer system, the 465l system [40]. The need today is for the
development of knowledge based systems that are machine independent.

e. Programming Methodology. Limited advances have been made
in programming methods and techniques. Some of these methods offer
immediate means to reduce cost [21, 25]. They are briefly described
to identify these proven approaches.

(1) Top-Down Design. The top-down approach utilizes the
systems analysis concept; the bottom-up approach attempts to identify
software components and to develop a software package through
synthesis. The top-down approach starts with a statement of the
objective and breaks down the requirements until simple components
can be identified. This approach is helpful in defining functional
software components required to meet the objective. Then, it is
appropriate to use a bottom-up approach to develop the functional
components.

(2) Modular Programming. Modularity denotes the ability
to combine arbitrary program modules into larger modules without
knowledge of the construction of the module. It is an accepted and
widely utilized concept.

(3) Programming Team Concept. The programming team concept
is an approach developed to utilize skilled personnel properly and to
ensure that responsibility and accountability for software are shared
by team members. It has been successfully used on large software
development projects.

(4) Structured Programming. Structured programming is an
attempt to reflect the structure of the design within the source
statements of the computer program. Basic rules are established and
followed. For example, structured code modules are restricted to a
maximum number of lines. Control always enters a module at the top
and leaves at the bottom. A1l modules are referenced by name.
Branching between modules is restricted; a module either returns
to its caller or moves sequentially to the next module.

f. Program Verification. It is impractical to test every path
through a program under all conditions, although there are computer
software packages available which aid in determining the extent of
such testing. Formal verification or proof of correctness is an
emerging discipline, but currently only relatively small programs
have been verified using such techniques. A computer program is
considered correct if it functions as intended. For example, if
a program is developed to perform a task described by a flow chart,
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then a proof of correctness would guarantee that the program performs
the logic that was outlined in the flow chart, or more accurately, as

it was interpreted by the programmer. Likewise, if a program is
developed from a set of specifications, it is not just the specification
which dictates what will be proven, but the programmer's interpretation
of the specifications.

Current methods for proof of correctness require the programmer
to develop appropriate assertions to insert within the code and/or
the data declarations. Since the proof of correctness is dependent
on the validity and appropriateness of the assertions, if the
assertions do not truly reflect the intent of the proof, the proof
may not provide the assurances sought and expected. Consequently,
research is being performed which cllows the programmers to use
assertions as part of his program ,pecification. The problems in
proof of correctness have been simplified by a new technique called
data abstractions [41] which are assertions to prescribe the extent
to which certain data may be used within a program or subroutine.
Thus, as long as these abstractions are followed, and the abstractions
have been verified, the program is correct. A compiler may be used
to enforce compliance with the abstraction [41].

Important considerations regarding the proof of correctness of
software are summarized in the followina statements:

® The proof of correctness cannot be based on someone's
interpretation of the specification, which is not necessarily
the intent of the specification. Specifications need to be
expressed in a form that eliminates ambiguity. Additional
research is currently being performed to achieve this capability.

® Proof of correctness procedures must be based on a set of
assertions sufficient to guarantee a proof. Research is being
conducted on interactive techniques to provide such a capability.

¢ The capability to prove production size programs is still
in an experimental state; furthermore, there are significant
requirements within DoD in security related areas such as
"BLACKER" that are dependent on this capability. Researchers
have experienced success in proving programs as large as one
thousand lines. However, the researchers have been allowed
to choose for verifying only functions which could be programmed
in the subset of a programming language deemed verifiable.

® There is a need to extend the proof of correctness techniques

to handle computer programs that are executing in a multi-
processor environment,
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e The proof of correctness capability can be justified by the
following:

- The need to enhance program portability and reliable use
of program libraries by using the compiler to ensure that
library programs and/or subroutines are properly used.

- The high cost of maintenance in real time systems.

- The potential loss of human life or wasteful expenditures
that can be a result of errors in software (e.g., space
flights).

- The need to develop secure systems that include software
components.

- The need to prevent duplication of software efforts.

In the last 2 years considerable effort has been devoted to the
development of a language whose structure would aid in the development
of such a proof. The University of Texas has developed such a language
and a methodology and is currently in the process of developing a
compiler for the language. Similar research is being performed by
Carnegie-Mellon University, USC Information Science Institute, MIT,
and others.

Even though Dijkstar has correctly and succinctly pointed out
that "testing proves nothing about the absence of errors only their
presence” [42], he does not conclude that testing is an obsolete
approach. There still is a need to design and develop programs
such that testing can be done effectively [43]. No one has suggested
verification as a replacement for testing; however, one can expect
improvements in the method and control exercised in testing. The
high cost of software maintenance justifies significant expenditures
to ensure that a program design is implemented correctly, and it
seems reasonable to anticipate significant resu:ts within the next
2 to 5 years.

g. Program Documentation. Proper documentation is an important
step in reducing m' ntenance cost and providing the capability for
effective and effic ent updates. Program documentation is one of
the most arduous tasks of the programmer; hence, management attention
is required to ensure that programs are properly documented. It
is important that the programmers have not only adequate assistance
to minimize the required effort, but they also need encouragement
and control to ensure that the task is completed. [‘ocumentation
should not be prepared in minute detail or in a » % in which it
cannot be easily updated. It is better to have less but accurate
documentation [21]. There is a serious need to prc+*de Jocumentation
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to analyze programs automatically to determine if they nmeet the
requirements of a oprospective user. OCbviousiy, documentation 1s
essential for effective maintenance.

(1) Manual and Computer Assisted Narrative Documentation.

The capability to generate meaningful narrative information which
supports program development is an area that needs more investigation.
Some facilities have developed interactive software packages which
request information considered essential for documentation. This
procedure guides the programmer during the documentation process
and makes the task less laborious. Since timeliness of documentation
, is important, this procedure integrated into the coding cycle would
\ be beneficial.

(2) Program Librarian Functions. A librarian is needed to
ensure proper procedures are followed for updates and changes. It
is imperative that appropriate documentation be provided for new
library entries and changes in the current programs. The librarian
assures that the program library remains a useful and reliable entity
to the user. The librarian is considered an essential member of the
team in the chief programmer team concept.

h. Personnel. The skill level and learning ability needed to
develop and/or maintain real-time software have been greatiy under-
estimated. It was pointed out in a recent report [44] that DoD has
insufficient software expertise at all levels, and retention of
skilled software engineers is hampered by an attitude that programming
is a job for a low-paid technician. In another report [21] it was
noted, "The most important single factor which determined the
different development rates is the experience level of the designing
programmers and supervisors." The large variance in the productivity
of individuals in the development of software makes it a critical

“issue. There is an urgent need to measure productivity and
identify those elements that are critical. The importance of
personnel in software development is reflected in the fact that 70%
of the cost of software is directly attributed to personnel
cost [19. 44].

Current studies show a high correlation between an individual's
productivity and the reliability of the software [19, 221, i.e., more
productive individuals produce more reliable software. Relevant past
experience is important. The immediate supervisor on a project should
have programming experience. Suitable training and experience are
imperative for specialized programming such as that required in the
development of communications systems software. The minimum amount
of exposure and training required before programming personnel can
develop communications software is not well understood. This
information would be beneficial in both the selection of personnel
and the evaluation of a contractor's capability to perform a task.
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i. The Role of Management. Management is the operational arm
that must take the technical capability and focus it on the problem§
of software development. There is need for management involvement in

the following [23].

e For proper validation of requirements of a new systen
it is necessary to perform a limited amount of preliminary
design as well as proper analysis. Management should
ascertain that critical design features that cannot be
modeled ave actually built and tested to ensure feasibility.
The Defense Systems Acquisition Review Council, which is
required to review any system over $50 million, is vague on
the formal requirements for the validation phase of the
acquisition process; these requirements should be amplified
and extended.

e There is need to increase the visibility and understanding
of major software components by putting them on a par with
hardware components. This visibility should be maintained
at all types of reviews and in configuration control related
action.

o The abstract nature of software makes it difficult to measure
progress; hence, formalizing the design and implementation
steps is even more important. It is also important that
each milestone has associated with it a deliverable; otherwise
it is meaningless.

e Several contractors have stated that a formal development
plan is the most important single management document for
major software systems. It should be required as part of the
bid package on full-scale development contracts.

e The use of proven engineering practices and disciplined program
practices should be specified in the Request for Proposals.
There-is a tendency to leave such requirements out because
they might increase the cost; however, the minimum total life
cycle cost of the software is the real goal and these
techniques must surely be used to meet such a goal.

o In contracting for a major software development it is important
that the selected contractor has the requisite experience and
capability with modern software tools. This is extremely
important consideration in the selection of a contractor.

¢ The Request for Proposal should require the bidder to define
an integration and test plan and identify the supporting
elements.




f

e Special management attention is needed to create sufficient
priority to ensure that qualified persons throughout the
service organizations are assigned to key positions in the
program management organization.

e It is critical that a software maintenance [21, 23] agent
; be identified and consulted during the validation phase of
f a project. He should follow the project from development
‘ to operational status.

3. AN APPROACH FOR THE REDUCTION OF SOFTWARE COST

The need for cost reduction in software development and
maintenance has led to a recognition of the requirement for the
development of an overall software engineering package for communications
software. Such a software engineering package will be utilized during
all phases of the life cycle of software for communications systems,
hence, enhancing software development and improving the ability of
software to be easily maintained, updated, and transferred from
project to project or computer to computer. Also, inherent in the
system is the ability to ascertain a confidence of correctness and
security in the software product. The purpose of this section is to
outline elements of such a software engineering package.

Several existing software engineering packages [44, 45, 46]
are directed at goals similar or related to a software engineering
package for communications systems. The contents of a software
engineering package is dynamic and should reflect the latest proven
technology. One of the objectives of the software engineering
package is to be able to update the package and to reflect advances
in technology. Before examining some specific requirements of such
a package it is important to review elements included in the life
cycle uf suftware (see section VI, 1.b).

A software engineering package must support the total life cycle
of the software. An effective software engineering package for
communications systems could have the following components:

o A method to identify essential requirements at a level such
that hardware/software tradeoffs can be realistically
considered in long range planning -- a modeling of processes.

e A higher-level language that is specifically oriented toward
communications systems in order to facilitate economical
sof tware development and maintenance. This is the
Communications Oriented Language (COL) [47].
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o A compiler to translate portable COL statements into
executable code.

e A means to provide and then verify or prove that
a system meets the desired security requirements.

® An operating system for communications systems (networks} that
can support COL programs at multiple levels of security in an
environment that appears machine independent to users.

e A method or procedure to validate software to ensure that
it performs its intended functions.

o Based on the prevailing level of technology, a set of updated
and proven software tools to support software design,
documentation, validation, specification, and other activities
required in software development and maintenance.

® An inherent capability for accommodating changes required as
a result of varying applications and/or development of new
levels of technology,

e A set of software engineering practices and guidelines that
ensures intended requirements are met in a consistent manner.

® A plan containing guidelines for the management of software
projects in a network environment such that proper control,
expertise, and software tools are utilized. This should
ensure that production and maintenance are economical and
that the software is relijable.

e An on-line data management facility that provides an
external capability to monitor, measure, analyze, and
evaluate a software project.

® A model or approach to estimate software cost in order
to evaluate different alternatives. The model should also
estimate the relative value of different practices and their
influence on software cost.

4. PROGRAMS FOR SUPPORT OF A SOFTWARE ENGINEERING PACKAGE

There are both in-house efforts and contractual arrangements planned
and in progress that support the communications software engineering
pqckage. These efforts are briefly described in the following paragraphs.
Figure 6-4 represents a dynamic plan which is our ultimate goal.

a. (Current and Prior Software Efforts. The efforts related to
software prior to FY/6 were focused primarily on defining a communications-
oriented language (COL) that could be efficiently utilzed for development
of communications software. Even though plans for a more encompassing
software engineering package had been initiated earlier, very little effort

was expended toward this goal until FY76. The following effo-ts are either
recently completed or in progress:
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() Guidelines for Defense Communications System Software Production.

This contract is intended to review current guidelines and practices
needed to assist in the economical development of communications software.
The contractor is required to identify elements within communications
systems that can have an impact on cost related to software.

¢ COL/Compiler Development. This effort analyzes the require-
ment for a COL, identifies the benefits obtained from using a COL,
describes a syntax for a COL, and outlines a complier organization.
Furthermore, this effort will provide DCEC sufficient information
to finalize its position on the syntax for a COL. This was a
competitive award to Bolt Beranek and Newman, Inc., in FY 75, with
a sole source extension in FY 76/7T.

¢ Higher Order Language Investigation. The objective of
this effort is to define the capabilities required of a higher order
language for producing application software for the Unified Digital
Switch and using these requirements to develop a highly efficient,
reliable, and easy to use programming language for use in developing
this software. This language is being developed by incdrporating all
necessary modifications and deleting all unnecessary constructs from
an existing higher order language. This is a contractual effort under
the cognizance of RADC.

# Modular Architecture Development. A modular interconnection
architecture concept will be evaluated for use on future signal
processing and switching equipment. This effort provides information
vital to architectural concepts being developed for IASA (Integrated
AUTODIN System Architecture), future switching equipment development,
and communications processor equipment. It is a sole source contract
to Coliins Radio Corporation in FY 76/7T7.

8 A Communications Software Development Package. The
Communications Software Development Package {CSDP) provides a
software environment in which the application programmer prepares,
tests, validates, maintains, and simultaneously documents his
programs. Using the CSDP, he may call upon any one of the various
support software packages to aid in the preparation of finalized
communications processing programs. This is a multiple year contractual
effort under the cognizance of RADC.

® The Communications Switching Operating System. A study
will be conducted to evaluate current operating systems and their
usefulness in a communications environment. These systems will be
categorized based on the service functions they perform. This is a
contractual effort that is under the cognizance of RADC.

® Performance Evaluation of Software Candidate Structures.
Burroughs Corporation under contract to DCEC has developed and
recommended a generalized software structure for executive systems.
There are some obvious benefits from such a structure; however,
the current software structure is not efficient. There is a need
to model the software structure so that bottlenecks can be identified
and eliminated. Ultimately, the structure will be redefined.
Continuation of this effort is currently planned as an in-house
effort.
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b. Long Range Plans, A long-range plan has been defined in order
to reduce software costs. This plan contains six general areas of
effort:

(1) Software System Modeling and guidelines for DCS
software production.

(2) The development of a programming system which consists
of a communications oriented language (COL), a compiler for the COL,
and a communications switch operating system.

(3) A communications software development package.

(4) A methodology for configuration of a modular
architecture development which includes consideration for software/
hardware tradeoffs for language interfaces.

(5) Mulitilevel security design and integration into the
Defense Communications System.

(6) The consolidation of software engineering tools and
concepts into a single and useful entity, namely, an automated
software engineering package.

¢. Candidates for In-House or Contract Support. The six areas ¢*
interest will be supported by either contracts or in-house proajects. The
in-house projects are frequently extensions or complementary efforts to
contractual results, and represent a crucial effort which can be ret with
internal resources., The candidate projects, which will be phased over
a 5 year period, are the following:

(1) A study of the portability of Communications Ori.ited
Languages.

(2) Development of models for performance evaluation of
software candidate structures for executive systems.

(3) The development and installation of basic computer networks
to b? used for research facilities (END, ARPANET, Secure Communications
Node).

(4) An evaluation of the usefulness o! meta compilers for
elimination of machine dependencies in languages.

(5) A conceptual study to determine feasible approaches
for design and implementation of software with multilevel security
requirements.

(6) The development of an annotated bibliography on
software verification and certification.
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(7) A review of software standards currently
enforced by DoD.

(8) An outline of essential requirements for a software
acquisition management plan.

(9) A concepts paper on implementation of computer networks
for communications systems.

(10) Recommendations for software standards to support
communications systems.

(11) A prototype model that represents the skeleton of
the needs for project monitoring and evaluation of software.

(12) A study to evaluate and recommend the proper
utilization of generalized data base management systems such as
TOTAL in the development, control, and management of software tasks.

(13) An updated plan for reduction in software cost which
contains the following:

(a) Recent achievements

(b) Current research efforts

(c) Long-range plans

(d) Milestones

(e) Essential resources

(f) A summary of other efforts

(g) An assessment of the likelihood of success and
the respective benefits of each planned activity.

(14) A definitive report on measurements that are essential
for successful implementation of a software engineering package.

(15) A report that outlines current software/hardware
tradeoffs in communications systems and expectations based cn
current technology.

(16) A field study of problems currently encountered
with software maintenance.

(17) Specification for the development of a machine-
aided analysis of communications specifications.

(18) Specifications for a "software first" machine.

(19) A DELPHI Study to identify which research areas
offers tue best opportunities for a reduction in software cost.
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The in-house projects will be reviewed each year. Progress
will depend upon the availability of personnel.

5. COMMENTS O THE SOFTWARE PROGRAM

The development of a software engineering package is a
consolidation of many capabilities into a single entity to ensure
all the necessary factors are considered in a timely order. However,
the development of a software engineering package does not ensure
it will be utilized. Furthermore, the development of some elements
such as the cost models for software, a plan for transfer of software
technology into the field, a plan for data collection to support
software models, management aids, techniques for increased productivity,
and a methodology for design (see Figure 6-4).. However, it is currently
planned to integrate these requirements into current programs.

It is easy to identify specific examples and/or procedures
that reflect DCA limitations in some of the areas mentioned in the
preceding paragraph. For example, the current approach for
estimating the cost of telecommunications equipment does not
separate hardware and software costs. If two identical switching
mechanisms were used one would expect to pay for each piece of
hardware; however, the software for additional systems may not
require any additional expenditures except for installation. Before
one can expect to control cost, one must be able to identify the
cost of the operational components and determine the incremental
cost expected for related or identical systems.

There are certain proven approaches for development of
software that have consistently reduced the life cycle cost of
software. However, these approaches are frequently not a
requirement placed in the S.0.W. because the Government representative
has no way to justify or estimate the effect of a particular approach
on the development cost. Current budgeting practices do not take into
consideration the impact of software maintenance. Indirectly, upon
project approval, there is a commitment to maintain the system which
is a greater expense than the development cost. The ultimate result
is that proven technology is not utilized. Hence, there is a need
for a method to transfer proven software technology into the field.

Many experts [21, 25] agree that maintenance represents more
than one half (it has been estimated as high as 75%) of the life cycle
cost of software. Furthermore, since 80% of the maintenance cost is
directly attributed to design errors [25], there should be more
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emphasis placed on design methodology. One question that has been
reviewed on occasion is whether there should be a software
maintenance center or whether maintenance should be contracted.
However, it is more appropriate to consider the effect of a design/
maintenance center.

Even though 70% of the software cost is directly attributed to
personnel [19, 44], very little has been done to increase the _
productivity of people involved in the production of software. How i
much work an individual should be expected to complete in a unit of ;
time needs to be determined to evaluate personnel and make accurate
cost estimates. The level of achievement of people in software has
been measured to vary as much as 26:1. Undoubtedly, this is a fertile
and potentially rewarding area of study.

In summary, many of the current efforts in software are primarily
directed at meeting specific requirements. For example, the
BLACKER program requires the capability to develop provable software.
Hence, considerable expenditures are being made to achieve this
goal. It is much easier to justify the expenditure of funds in
order to meet technical goals that are essential for long term
objectives. It is difficult to justify expenditures that will
increase the immediate cost even though the total life cycle cost
will be significantly reduced. Nevertheless, if significant
achievements are expected in the reduction of software cost, there
must be a willingness to pay more in the near term and wait for the
rewards in the future.
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VII. DYNAMIC STABILITY

1.  DEFINITION

The dynamic stability of a communications system can be thought
of as the resistance of a system to unstable oscillations brought
about by conceivable failure modes. It is a function of both
transmission and switching subsystems and of the user and control
elements. Dynamic stability is addressed because it is a direct
measure of the performance of a communications system, this performance
being affected by such failure modes as equipment faults and transmission
media outages, and the propagation of their effects. It is these effects
which can lead to unstable oscillations within the system thereby
causing a measure of instability. The mechanisms for preventing dynamic
instability encompass information flows between and among these
subsystems and elements as was discussed in section II.

2.  PROBLEM HISTORY

A simple problem is offered that illustrates both the dynamic
nature of the DCS and a mode of instability. The block diagram of the
transmission subsystem affected is shown in Figure 7-1. The problem was
a loss of the signal from which timing was extracted. The signal
from the FDM to the USC-26 group modem experienced severe degradation
resulting in a very low signal level being used for timing purposes.

The group modem, unable to discern the correct timing information, trans-
mitted a pseudo-random pattern at a voice frequency corresponding to

50 kb/s. The resulting signal varied in frequency so that it appeared
to the A/D device that a number of different signaling tones were being
generated. The A/D device amplified the received signal and clipped

the peaks resulting in a pseudo-digital bit stream input to the FTC-31
switch. Because of the frequency variation at the output of the group
modem, the FTC-31 incorrectly interpreted the data stream as a number

of different signaling tones. However, these tones were either not in
the correct set of signaling tones or were not of a format discernible

by the switch as valid or invalid. As a result, the FTC-31 sounded a
major alarm and by locking up its matrix, ceased operation completely.
This is a case where a fault (the loss of timing information), needlessly
propagated caused a subsystem to fault, resulting in system instability
which caused premature shutdown of the switch.

3. KEY SYSTEM ISSUES

The key issues in dynamic stability are timing, synchronization,
communications security equipment, and subsystem fault isolation/propagation.
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a. DCS Interim Timing Subsystem. The interim DCS timing subsystem

will provide initial network and station timing equipment and techniques
for all digital transmission and switching requirements, including
synchronization, in the transitional period of 1980-1990. A network
timing proposed for the interim DCS is to utilize station clocks locatec
at major nodes, and to derive timing from transmission equipment

at minor nodes. A major node is defined to be a node with switching
function, high density transmission requirements, or peculiar transmission
media, e.g., troposcatter. Minor nodes have none of the attributes of a
major node.

(1) Timing Equipment. The timing source, while unspecified,
may comprise of independent atomic clocks, LORAN-C receivers with
quartz clocks, or other similar combination of timing techniques.
The performance of the timing source, however, can be specified in terms
of stability. No attempt is made to discipline clocks between nodes.
The timing subsystem, in addition to the clock, will include frequency
synthesizers, distribution amplifiers and buffers.

(2} Timing Performance Requirements. Timing performance is
characterized by two outage sources, egquipment failures and the loss
of bit count integrity (BCI) due to timing slips. Unavailability of
equipment is determined in terms of mean time between failures (MTBF)
and mean time to repair (MTTR) parameters. Table 7-1 summarizes the
unavailability calculations for the timing subsystem for the DCS
reference channel defined in reference [48]. The higher level buffer
refers to buffer placement at the bit stream output of the radio.
Buffer placement at the lowest channel where a synchronous interface
appears is termed the lower level buffer.

Qutages due to slips occur when a buffer overflows or is depleted.
Loss of bit and frame synchronization are other outages but are not
included in Table 7-1. The outage caused by buffer excursions is
characterized by the mean time to timing slip (MTTS) and mean time to
recover timing (MTRT). Resynchronization caused by this timing failure
can be expected to be approximately 0.5 sec for non-satellite circuits
and up to 1.5 sec for satellite circuits. An objective for MTTS is
24 hours for the global DCS reference circuit [48]. Table 7-11 shows
the allocation of this 24 hour MTTS to each of the reference circuit
sections. Note that the individual section MTTS values are characteris-
tically larger than the overall MTTS value.

(3) Buffer Lengths. Buffer lengths are calculated as a function
of the total accumulated time difference between two adjacent clocks,
the propagation delay variations, buffer reset period, and the bit
rate of the data read into the buffer. Table 7-1I1 displays the buffer
length requirements, in bits, to provide the MTTS allocations in Table
7-11. Any two clocks are assumed to be at most 2 parts in 10!l of each
other. Propagation delay variations are assumed for line of sight and
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tresescatter to be 1t nanoseconds at 30 miles and 400 nanoseconds

at ltanles, respectively. The buffer reset periods are 240 hours

Tor the lower level buffer location and 1200 hours for the higher level
lTocation. Assumed bit rates are given in the table. From the buffer
tenath analysis it has been found that the propagation delay variatiors
have negligible effect on the total accumulated time difference wher

compared to the clock time difference.

(4) Transmission Subsystem Timing. External timing will be
accepted at the radio and all levels of the multiplex hierarchy of

the DCS transmission subsystem (i.e., DRAMA). Figure 7-2 shows the
transmit timing diagram for a major node. The clock distribution

points are indicated. Fiqure 7-3 shows the receive timing distributicn fo
DCS niajor nodes. Again clock distribution points are shown. This

figure indicates synchronizing buffers at the Tower level, and alternate
buffer locations at the higher level. note that in either case, for
buffer placement, data is read into the buffer using recovered timin~

from the data stream, and written out of the buffer under local

clock control,

For minor DCS nodes, Figure 7-4 and 7-5 indicate the timing
distribution for the transmit and receive sections of the transmission
subsystem, respectively. On the transmit side of the transmission
medium each equibment will use its own internal time base. [xceptions
to this usage are: the key generator (K6-81) which will accept timing
generated by the radio or multiplexer on its encrypted side and
furnish this time to its subordinate multiplexer; the radio (being
synchronous) which will provide timing to subordinate multiplexers; and
the level 1 multiplexer which will provide timing to synchronous
equipments with which they interface to clock data out of the synchronous
device. In the receive direction, Figure 7-5, equipment timing is
provided by the timing derived in the radio.

(56) Transmission/Switch Timing Interface. The transmit and
receive configurations of the timing interface between DCS transmission
and AUTOSEVOCOM 11 elements are shown in Figures 7-6 and 7-7 respectively
[49]. The switch shown is the AN/TTC-39 specified for the AUTOSEVCCOM 1!
procram. In the transmit configuration, the node clock supplies timing
to the switch and each transmission equipment, with the exception of the
Toop group multiplexer {LGM) and trunk group multiplexer (TGM), which
will receive timing from the switch.

In the receive configuration, the node clock provides the required
tining for nearly all of the equipment. Some equipments however,
will recejve timing from adjacent equipment such as the LGM and
TGM, as shown. Diphase and non-return-to-zero (NRZ) timing extraction
are discussed in reference [49].
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(6) Timing Sources. Network timing with some reference
distribution or master/slave configuration is considered to be the
goal of the future DCS timing subsystem. Candidate subsystems have
been developed and analyzed in reference [16]. They can be applied
to both major and minor nodes.

In the access area, switching will be accomplished by means of
an access area switch. ODCS plans indicate a DAX for this purpose.
It will require timing for its functions and will be required to
transmit timing to secure voice terminals homed on it. The candidate
solutions for achieving a viable backbone timing subsystem extend
to the access nodes. In reference [15, 16] alternatives are also
discussed.

b. Communications Security Equipment. Dynamic stability is
affected by communications security equipment in a synchronization
(sync) sense. More specifically, the interaction of the key generators
and multiplexers in a loss of sync phase, and any resulting destabilizing
effects, must be determined.

(1) Reference Circuit. A simple reference circuit extending
from the user, through switching, and to the radio in the transmission
subsystem is considered in Figure 7-8. The two-level multiplex
hierarchy common to DRAMA is shown as is the third-level multiplex as
part of the digital radio subsystem.

(2) Synchronization Model. Models for frame synchronization,
advanced by Kozuka [50], Sekimoto [51], and Benowitz, et. al. [52],
have been studied to gain insight to the frame resync problem in terms
of a Markov analysis. These models have considered a 193 bit frame.
The specific Markov analysis corresponding to the mentioned models is
given in reference [53]. The results, shown in Figure 7-9, demonstrate the
validity of the Markov analysis. Benowitz's model was developed in
more detail to determine the probability of a false match in 6
consecutive frame bits and the probability of false resynchronization.
These results are given in Figure 7-10.

(3) Multiplex Hierarchy. When the analysis of the level 1
multiplex in Figure 7-8 was extended to the upper levels of the multiplex
hierarchy, the number of states characterizing the Markov model quickly
grew to the point where computer simulation was not feasible. This
was true even assuming a simple framing strategy of 1 bit for both
levels 2 and 3. The analysis was performed on a reduced scale to
getermine relative magnitudes of resynchronization times in terms of

it times.

From the preliminary results the model chosen for the three-level
multiplex hierarchy is characterized by frame lengths of 3, 7 and 15
bits for the first, second and third levels, respectively. A channel
error model [54] was used to develop the bit error statistics. It
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was also assumed that if any level of the multiplex lost synchronism,
so did all levels below it. Framing information is carried by a single
bit in each of the three levels.

A Markov analysis was performed on this reduced model to determine
reframe times as a function of bit slip probabilities at each of the
three levels. The results are given in Tables 7-1V to 7-VI in terms of
bits. Knowing the bit rates at the various levels of the multiplex
therefore gives the times tn reacquire synchronism.

c. Fault Propagation, lsolation. The dynamic stability of a
communications network is an explicit function of the fault modes that
can occur. Failure to stem tho propagation of a faultjcan lead to
system instability, as was previously indicated. The Lubsystems to
be considered are identified, and failure modes and suggested actions

are discussed.

(1) Reference Link. The reference link to be used was shown

in Figure 7-8. It indicates the signal flows from a subscriber through
a switch and transmission subsystems.

(2) Transmission. The transmission subsystem is assumed to
be that described for the DRAMA program. Satellite transmission
facilities will be factored into the reference circuit in future
efforts, but are neglected now.

(3) Switching. A generic diagram of the switch is given in
Figure 7-11. It is a functional block diagram for an all-digital
circuit switch. The line formatter provides the interface with the
full-duplex (4 wire) subscriber loops including loops to DAX's,
concentrators and PBX's. The line formatter functions include:

Tine termination, bit synchronization, line group multiplexing/
demultiplexing, and detection of seize and release supervisory signals.
The trunk formatter provides the digital interface between the
switch matrix and incoming and outgoing internodal trunk groups. The

major functions of the trunk formatter are: trunk group termination,
bit alignment, trunk group frame alignment, synchronization buffering
to account for nodal clock differences, and extraction or insertion

of signaling and supervision data into a common channel (common channel
signaling, CCS, assumed).

The controller interface provides the controller with signaling
and supervisory data from incoming lines and trunk groups, and
generates such data via controller action for application to outgoing
Tines and trunk groups. The controller logic also provides the common
logic for applying connection commands to the switch matrix.
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The cc..*roller is a real-time, stored program processor designed
for switching applications. The switch matrix accomplishes intra and
inter-highway time slot interchange in response to connection commands
received from the controller. The memory is provided for on-line
programs, storage and tables including connectivity, routing, call
progress and conference.

(4) User Subsystem. The DCS user population will utilize
analog and digital voice and data in both clear and secure modes.
The clear analog subscribers can access the dicital system by either a
PBX or a 4-wire connection. Clear data can achieve access through
a modem/equalizer arrangement. Encrypted voice wiil access through
an access area switch, probably a DAX, or a PBX in an enclave environment,
or be bulk encrypted. Secure data will access the system in the
form of encrypted, modemed signals and can be digitized by existing
A/D techniques. Figure 7-12 shows the user location and ir crfaces
are identified.

(5) Control. As mentioned, the control system can be divided
into two parts, maintenance and operational direction. The function
of the maintenance element is to restore the degraded subsystem
element's service to normal levels. Status information consisting of
alarm indications with outages and degradation reports is used to
initiate appropriate maintenance responses. The frequency and
timeliness of the status information depends, to a large extent, on
the corresponding response time of the maintenance element which may
be categorized as immediate responses (e.g., by technical controllers)
or delayed responses (e.g., actions resulting from reports generated
at a DCS nodal point).

Operational direction has the responsibility to ensure timely
system responsiveness to the requirements of the DCS authorized users.
The mission of operational direction includes the implementation of
contingency plans and the optimization of the availability of
communications resources for the use of approved critical users.
Operational direction involves network reconfiguration, circuit
allocations, reallocations, restoral and denials. These are carried
o:* by exercising direction over various subordinate operational elements

such *echnical control facilities and switching centers, by
a ey . appropriate maintenance elements, or possibly by exercising
dire: smtrol of system elements. Operational direction utilizes

information related to major nodal equipment status, nodal configuration
and data base, network traffic status, and network performance. This
information provides the forcing function for initiating response
control and direction over network operations.

d. Failure Mode Identification. For the subsystems indicated
certain failure modes are identified. A subsequent section will
consider the impact of these moues on the defined subsystems.
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(1) Transmission. The failure modes include:

Loss of timing and sync (including any interruption)
Loss of multiplex function (any levels)

Loss of crypto, and crypto imbedding

Loss of digital radio

(2) Switching. As shown in Figure 7-11, several important
blocks exist. For example, the switch matrix or the processor
controller have binary failure modes; they do not appear to fail softly.
The switch cannot operate without these functions. Other failure
modes include:

Memory failure - inability to access memory

Controller interface

Line and trunk formatters - including their subfunction
Clock and timing failure - degraded, and total failed status
Processor controller and switch matrix - as mentioned

(3) User (Subscriber). Clear voice and data analog access
area subscribers do not appear to have failure modes that have a major
impact on other subsystems. They also will not be digitized at the end
instrument. High speed data may be the only exception, since it already
exists in digital form; but it will access the system through a modem.
The failure modes occur for encrypted access traffic and pervade both
voice and data. The modes include:

e Encryption device
e Modems

(4) Control System. The elements of the controller subsystem,
as mentioned, are maintenance control and operational direction. The
failure modes include:

® Tech control at the switch
® Maintenance control at switch node (but for transmission subsystem)
e Communication failures between operations centers

e. Fault Isolation Examplies. If a fault in the system occurs,
the first question to be asked is can the fault be immediately isolated?
If not, the next question is what is the radius of propagation; that
is, what effects will fault propagation have on other subsystems.

One of the key elements in any stability discussion is that of
system timing. This element pervades not only transmission and
switching, but also the user, if time must be transferred to his
terminal. This element has been treated in an earlier section, with
specific reference to stability, and is therefore not discussed
further in this section.
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(1) Synchronization. Consider that frame synchronization

in the multiplex hierarchy on the receiver side of a node is faulted.

The immediate result is a multiplex frame sync alarm. However, any
encryption equipments receiving information from the affected

multiplexer would be alarmed. This is not desired since the encryption
device could be operating normally. If it is alarmed, a resynchronization
of both the multiplexer and encryption device could result.

Consider that encryption equipment exists between a higher and a
Tower level multiplex, as shown in Figure 7-13. If the higher level
multiplex (HLM) loses sync it is desirable to maintain the encryption
device (KG) in operation until the multiplexer requires sync, or
determines that it cannot resync. However, the KG is slaved to the
multiplexers for sync information. Hence, to force the KG to continue
operation in the event that frame sync loss occurs at the higher level
may necessitate a control element between the HLM and the KB. If
either the HLM or the KG loses sync, the lower level multiplex (LLM)
is affected because it depends on correct decryption of the data stream
for its sync code detection. Loss of sync at either the HLM or KG
therefore destroys the sync information needed by the LLM. In addition,
the LLM does not know if it is at fault or the sync loss occurred
elsewhere. The control element appears to be the key to this
problem.

When sync is lost at the HLM, the control element must inhibit both
the KG and the LLM from initiating a sync search. If this is not
accomplished, each of the multiplexers and the KG would automaticallv
and independently initiate a resync procedure. This could result i-

a resync oscillation since the operation of both the KG and the LL*™
depends explicitly on the HLM being in sync. Operation of the LLM
requires that the HLM and the KG be in sync. If the KG loses sync,

but the HLM does not, the control element inhibits the LLM from initiating
a sync search, since this multiplexer again detects its sync from the
decrypted stream. Resynchronization therefore, is initiated - the KG,
not by the LLM. Once crypto resync is established, givern tnat the

HLM is in sync and that the sync information required by the LLM has not
been corrupted in the transmission medium, the LLM shoul: be immediately
in sync requiring no resync procedure. Figure 7-14 shows a flow diagram
of frame or crypto synchronism loss in the transmission subsystem or the
receive side of a node.

Similar reasoning would hold for replacina the encryption choice
with a multiplexer in a hierarchical arrangement, except that
control functions would be exercised by the multiplexers rather than
through a discrete control element. This control would then inhibit
automatic resynchronization procedures in the lower levels of the
multiplex hierarchy should a sync fault occur in a higher level. Once
the resynchronization is accomplished at the higher level, all lower
level multiplexers should be immediately synchronized., and therefore,
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do not have to initiate their own independent resync procedures. This
results, as in the previous discussions, because once the higher level
multiplex has reacquired sync, it performs the correct demultiplexing
function resulting in correctly framed data streams to be input to

the Tower levels of the hierarchy. This presumes the sync information
governing the lower levels has not been corrupted in the transmission medium.

To this point, discussions have centered on the receiver side
of the transmission subsystem. Again consider Figure 7-13, but now in
a transmit mode. If the LLM faults, neither the KG nor the HLM
operation is affected since their operation is independent of that of
the LLM. What could occur is that the control element could sense
the LLM failure, inhibit the KG output to the HLM, and maintain the KG
in operation. The HLM would operate normally. If the KG lost sync,
the HLM operation would be unaffected. The KG would be inhibited
from accepting the LLM output. However, it would not be desirable to
inhibit LLM operation since the KG fault would then spread to the LLM.
The LIM would in essence accept its inputs, in a normal fashion, and
discard the multiplexed output destined for the affected KG until it
reacquired sync. If the HLM loses sync, the operation of the KG and
LLM remains unaffected. However, the output of the KG is discarded
until the HLM reacquires sync. In this manner then, the transmit
elements can be made essentially independent in operation. Figure
7-15 shows the corresponding flow diagram.

In the previous discussions it '.s been assumed the KG can
resync using the received data stream only, and that no other KG
resynchronization procedure need be effected. This assumption is true
if the KG operates in a key-auto-key (KAK) mode. However, if it
operates in a mode such as Cipher-text-auto-key (CTAK) it cannot
resync using the data stream information only. In such a case, the KG
must effect resynchronization by communicating with its mate, since key
generators are paired, at the other end of the transmission pipe.
Operating in such a mode, therefore, necessitates a crypto pair
resync if either the KG or the HLM loses sync. The KG would
remain unaffected if the LLM lost sync.

In the examples considered for frame and crypto sync loss, the
switch need not know that a sync loss occurred unless the resync
operation fails. This is also true for other equipment failure modes.
Such failures necessitate maintenance intervention, and the switch
must be prohibited from assigning traffic to the affected equipments.

If maintenance cannot be effected within a specific time, a signal

must be passed to the technical control element to institute a rerouting
procedure in the switch. This signal would not identify which

equipment faulted, but would indicate that rerouting of affected traffic
is necessary. This rerouting impacts dynamic stability because it
introduces transients which can affect switching in terms of blocking
and congestion, or transmission in terms of capacity. This particular
topic will be the subject of future work.
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(2) Maintenance Activity. The loss of frame and acquisition
failure, or an equipment malfunction, can cause unnecessary maintenance
and technical control activities at both ends of the affected transmission
path. For example, consider that the transmission medium experiences
a short, temporary outage. Alarms are sounded at both ends of the
affected transmission path, indicating a fault exists. The problem is
then one of fault isolation. However, the cause of the fault may not
be immediately known. A seriously degraded signal level, for example,
might be caused either by the transmission media or by a transmit radio
failure. The symptoms could be identical. Rerouting affected circuits
offers a solution. However, circuit rerouting introduces an unwanted
transient into the system, thereby impacting system stability In
addition, the fault may be cleared by the time rerouting has been
completed. Hence, the maintenance activity and technical control
rerouting would be unnecessary. This is true for temporary outages
resulting from fading transmission media. It is not true for
permanent outages.

As another example of the impact of maintenance activity on
system stability, consider that the transmission medium is degrading
the transmitted signal. This degradation may be only slightly below
tolerance thresholds; however it results in an increased bit error
rate environment but not loss of communication, as in the previous
example. Alarms are sounded indicating signal degradation with
possible loss of sync. The problem now becomes one of determining
if the affected channels should be logged out-of-service and the
affected traffic rerouted while testing is initiated. If the
deagradation persists, such activity is necessary. If the degradation
does not, such activity could propagate the fault condition.

The point to be stressed in these maintenance activity examples
is that a temporary fault can cause unnecessary activity and result
in a propagation of the fault. The impact of this activity is not
yet known, but is the subject of studies presently being conducted.

(3) Encryption Imbedding. One important aspect of dynamic
stability is the propagation of faults, which results in undesired
oscillations in the system. Examples of these oscillations were
presented in the discussion of synchronization loss in a multiplex
hierarchy containing COMSEC equipment. An important example to be
discussed here is that of COMSEC equipment imbedding, specifically
that of properly operating encrynption equipments becoming affected by
faults in either the transmission or switching subsystems.

Figure 7-16 shows an example of encryption imbedding wherein the
transmission subsystem KG's, required for traffic security between nodes,
are imbedded in a path terminated by DSVT's. The KG pairs are indicated
in the figure. Any disruption in communications between any two paired
KG's will not cause other paired KG's to be affected This results
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because there is no communicatian between inter-paired KG's. That is,
each pair is isclated from all other pairs by major switching nodes.
The pairs are not imbedded.

The DSVT pair, however, will be affected by communications
disruption anywhere in the path. They can only resync after the
disruption has been cleared. Hence, the occurrence of a fault between
a KG pair, while isolated, necessarily propagates to affect DSVT
crypto synchronism  Occurrence of a fault at either the DSVT or in
transmission between the DSVT and the switch to which it is homed
will not cause a fault propagation to any KG pairs.

Also of interest is an example in which DCS subscribers have their
own encryption device (not DSVT's), and are brought into the network at
a minor node through drop and insert capabilities. Figure 7-17 illustrates
tiis idea. The minor node subscribers have imbedded encryption devices
because the KG pair is located between nodes. If the KG pair loses
sync, communications are disrupted between the special subscribers.
This can necessitate resynchroniztion of the special subscribers
encryption devices. Hence, as in the previous example, a loss of
communications between paired KG's can result in this fault being
necessarily propagated to the subscriber level.

4.  DISCUSSION

The problem of dynamic communications stability has been
developed by means of examples which have treated timing buffer
stability, synchronization, maintenance activity and encryption
imbedding. Fault modes were identified in relation to the examples
and the effects of fault propagation were discussed.

[t has been found that for frame synchronization loss, a control
element could aid in the minimization of sync loss propagation to
various levels in the hierarchy, including COMSEC equipments.
Unnecessary maintenance activity, causing transients in the system,
could result from switch or transmission faults. The resuit
would be a spreading of the fault. Encryption imbedding can cause
a fault propagation that is unavoidable.

Studies are presently being conducted to determine analytically
the net effect of fault propagation on system performance, the
character of the oscillations set up by failure mode propagations,
and the system response.
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VIIT. SUMMARY CONCLUSIONS

1. GENERAL

Six system-level issues have been defined, described, discussed,
and analyzed. These issues do not represent the full range of issues
which will require resolution during the process of moving toward DCS 11;
however, this effort represents another step in interfacing and
integrating the various subsystems and elements. The issues addressed
in this report are those perceived as most critical at the present stage
of DCS evolution.

As the programs and projects associated with DCS 1I advance into
the implementation phase, then on to operational status, it is
inevitable that additional technical details will become known thereby
surfacing a greater number of issues for resolution.

[ 2. SUBSYSTEM INTERFACES - INFORMATION EXCHANGE AMONG MAJOR DCS
SUBSYSTEMS AND ELEMENTS

The information needs of major DCS subsystems and elements have
been identified and tabulated via 13 information exchange tables.
Specific examples are presented; however, the tabulation is not intended
to be complete or exhaustive. The tables demonstrate the type of
information interchange that should be considered for near-term
project implementation as well as long-term program objectives. The
following future actions are required:

e Detailed review of the information tables and data flow by
headquarters DCA and the appropriate engineering offices of
the military departments.

o Initiate a specification control process to ensure that
future DCS subsystems and elements exchange information as
conceptualized.

e Propose specification changes to the hardware and software
for on-going developments or procurements, particularly with
respect to DRAMA, AN/TTC-39, DAX and SYSCON.

3.  AUTOSEVOCOM II/DIGITAL TRANSMISSION INTERFACE
This analysis considered three basic concepts from which

13 variations of alternatives for interfacing the AN/TTC-39 and
DRAMA were evaluated. The results indicate that the alternatives




addressed under Concept II (i.e., alternative 1b or 2b) would be the
prudent near-term course of action for DCA, considering the very real
possibiiity of impiementing the Digital European Backbone, Phases I-1V,
by the early 1980's. Alternatives 1b and 2b are manual in nature,

g similar to the present arrangement in AUTOVON. On the basis of cost,
coupled with schedule risk, alternative 1b appears more attractive.

For the far-term, depending on the growth of AUTOSEVOCOM II traffic,
Concept I and Concept III (i.e., automation of technical control
functions) should be analyzed further.

4.  TRANSMISSION DIGITIZATION STRATEGY - PCM VS DM

Although the present implementation plans for DEB cail for
the utilization of 64 kb/s PCM for general voice channel use, certain
advantages and disadvantages of delta modulation necessitated an
evaluation of these two possible strategies. The results of the study
indicate that the advantages of a "PCM only" strateqy outweigh the
advantages of a combined PCM/DM strategy for the near-term (i.e., DEB
implementation). See the calculated figure of merit. For the far-term,
the potential increase in channel capacity using a combined PCM/DM
strategy justifies further consideration.

5.  DCS ENCRYPTION

This analysis examined three alternative strategies for DCS
encryption: (1) end-to-end encryption, (2) bulk encryption from secure
enclaves, and (3) PBX-to-PBX encryption from secure enclaves. The idea
of enclaves was advanced as a plausible solution to certain subscriber
encryption requirements.

The results indicate that alternatives (1) and (3) are attractive
courses of action and should be considered for application during
the evolution of AUTOSEVOCOM II.

It is anticipated that DCA and NSA jointly will develop a program
for further consideration of the two courses of action.

6.  SOFTWARE COST MINIMIZATION

Software cost is an area with enormous potential for cost growths
that must be brought under control. This study analyzes historical
data on major DoD system acquisition programs which experienced large
expenditures in software.

_ On the basis of the analysis,various courses of action, both
in-house and contractual efforts, are beina considered.




7.  DYNAMIC STABILITY

Dynamic stability is a characteristic of any large switched
communications system. It can be thought of as the resistance of
the system to unstable oscillations brought about by conceivable
failure modes. Dynamic stability within the DCS was explored by
means of examples which considered timing buffer stability,
synchronization, maintenance activity and encryption imbedding.
Fault modes were identified in relation to the examples, and the
effects of fault propagation were discussed.

It has been found that (1) a control element could aid in
minimizing the effects of fault propagation within the multiplex
hierarchy, (2) switch or transmission faults causing transients
throughout the system may result in unnecessary maintenance activity
and further propagation of the fault, and (3) encryption imbedding
can cause a fault propagation that is unavoidable.

Studies now in progress to determine the net effect of fault
propagation on system performance will be continued. These studies
will be analytical as well as specific equipment oriented.
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